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1.0 OBJECTIVES

This Technical Memorandum is a Field Sampling Plan (FSP) for the collection of surface-
water and sediment samples in the Industrial Area of Rocky Flats Environmental Technology
Site (RFETS). Surface water and sediment sampling is to be completed as part of the
Integrated Operable Unit (IOU) Phase I, Stage 1 Resource Conservation and Recovery Act
(RCRA) Facility Investigation (RFI) and the Comprehensive Environmental Response,
Compensation, and Liability Act (CERCLA) Remedial Investigation (RI). This Technical
Memorandum is intended to sérve as an addendum to the RFI/RI Work Plan, 400/800 Area,
Operable Unit (OU) 12 (EG&G 1992a) and will apply to OUs 8, 9, 10, 12, 13, and 14. The
objectives of the OU12 RFI/RI field investigation are to characterize the nature and extent
of contamination; support health risk assessment and environmental evaluation; and support
corrective measures studies, feasibility studies, and treatability studies.

1.1 SURFACE-WATER AND SEDIMENT FIELD SAMPLING PLAN OBJECTIVES
The specific objectives of this FSP are not intended to meet all of the objectives of the OU12

RFI/RI but to provide a rationale for selection of (1) sampling locations, (2) analytical
parameters, and (3) field procedures and equipment required to conduct sampling activities.
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In addition, it will be necessary to meet the applicable data quality objectives (DQOs) per
the Interagency Agreement (IAG) (U.S. Department of Energy [DOE] et al. 1991).

The DQOs applicable to this FSP are the following:

o Establish the presence or absence of contamination in surface waters and sediments

that are migrating toward or across the boundaries of the Industrial Area.
. Collect data that will support human health baseline risk assessments (HHBRAs).

To meet the objective of determining the presence or absence of contamination in surface
water or sediments, a multistage sampling frequency will be used. The rationale for using
a multistage sampling approach is to collect data for surface water for comparison during the
extremes of dry and wet cohditions, and to collect sediment samples before scheduled ditch
maintenance in February 1995 that will clear debris and sediment from the drainage system
on plant-site to avoid spring flooding. The multistage approach will require three sampling
events. The first sampling event will be performed in February 1995 before ditch
maintenance to collect sediment samples and samples of surface water where possible. The
second and third sampling events will involve surface-water sampling in the spring and late
summer 1995, respectively. The second and third sampling events for surface water will
generate data to determine the effects of differing mdisture conditions and support

identification of possible source areas where flow is intermittent.

An important DQO for the IOUs, as described in each OU work plan, is to collect data that
will support a HHBRA. Data collected as part of previous investigations and monitoring
programs were examined to determine the purpose and objectives of those programs and
investigations. Data from programs émd investigations that were not risk based, but

primarily associated with regulatory compliance, did not meet the DQOs of this FSP.

wp\flat\oul 2Mochmem\Sect-1  (wpf) January 19, 1995 ‘ Final




N P)/
B 1’9114

Rocky Flats Environmental Technology Site Manual: REPF/ER-94-00048
Operable Unit No. 12 Section: 1 (Rev. 0)
Technical Memorandum No. 1 Page: cens o o~ S30LS
Field Sampling Plan Effective Date: R P

Organization: Environmental Management

Different program DQOs, chemicals of concern, and analytical detection limits preclude
using the data to support human-health risk assessment. The data from programs and
investigations that do not meet the DQOs of this FSP are considered "data gaps" and will
be sﬁbject to investigation and evaluation under this FSP.

1.2 COORDINATION WITH OTHER INDUSTRIAL AREA PROGRAMS AND
INVESTIGATIONS

Information, data, and results from other programs and investigations were used to develop
analytical rationale and sampling locations. An overview of the programs and investigations

considered is provided below:

. Data collected for the National Pollutant Discharge Elimination System (NPDES)
permit monitoring to characterize surface-water quality during runoff and high-flow
events were used to support analytical rationale.

° Conclusions from event-related programs were used to support analytical rationale.

o Results from the 750 Pad, 750 Culvert, and 904 Pad monitoring program were also
used to support analytical rationale.

o Surface-water sampling results from the OU2 investigation, which includes the 903
Pad and Mound Areas, were incorporated into the FSP in support of sampling

rationale.

. Sampling locations for surface-water and sediments samples proposed for the QU13

RFETS 100 Area, Phase I, Stage 1, RFI/RI were included in this FSP. Data from
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this sampling event will be retrieved and included with the samples collected under
this FSP.

] The Phase I, Stage 1, RFI/RI for OU12 included the collection of surface-water and
sediment samples. The locations of these samples are not included in this FSP. The

results of these samples will be used in report development.

° The OU8 Phase I, Stage 1, RFI/RI included data compilation and subsequent
sampling of building sumps and footing drains. The conclusions associated with

these activities are incorporated in this FSP to avoid overlap between OU8 activities.
These programs and investigations are discussed in more detail in Sections 2.0 and 3.0.

Other Industrial Area activities considered included the Interim Measures/Interim Remedial
Action (IM/IRA) for the Industrial Area and tlie OU4 (Solar Ponds) investigation concerning
Bowman’s Pond. These prdgrams will not directly impact the sample location selection or
rationale for this FSP. However, the work specified in this FSP and subsequent results may
be useful in establishing baseline conditions for air, surface water, and groundwater for
decontamination and decommissioning verification monitoring detailed in the Industrial Area
IM/IRA/Decision Document (DD). Sampling at Bowman’s Pond is considered a separate -
investigation and was not addressed in this FSP.

In addition to the preceding programs and investigations, results from the Site-Wide Surface-
Water and Sediment Geochemical Characterization Program were incorporated into this FSP
and were used to support sample location selection and analytical rationale. This program
is discussed in detail in Section 2.0.
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As previously mentioned, this FSP is being developed under the Phase I, Stage I RFI/RI for
the IOU. Media sampling is part of a comprehensive, multistage program of site
characterization, feasibility studies, and remedial/corrective actions currently in progress at

RFETS. These activities are being conducted pursuant to an IAG among the DOE, the U.S.
Environmental Protection Agency (EPA), and the State of Colorado Department of Heaith
(now known as the Colorado Department of Public Health and Environment [CDPHE]) dated
January 22, 1991 (DOE et al. 1991). The IAG program developed by these agencies
addresses both RCRA and CERCLA requirements.

wp\flats\ou12\techmem\Sect-1  (wpf) January 19, 1995

Final




FORMATION /
ONLY - )™

{}U
Rocky FPlats Environmental Technology Site Manual: REP/ER-94-00048
Operable Unit No. 12 Section: 2 (Rev. 0)
Technical Memorandum No. 1 Page: t- o~ . l1of24
Field Sampling Plan Effective Date: oo
' Organization: Environmental Management

(E S

irector @J (Date)
oot Slimontli 1 205~

" Project Manager (Date)

== /126125

Quali:f Assurance Program Manager (Date)

2.0 PREVIOUS STUDIES AND INVESTIGATIONS

The objective of this section is to review historical surface-water and sediment data collected
at RFETS. The purpose of this review was to identify existing surface-water and sediment
Aata collected within or near the Industrial Area. These data will assist in scoping the
current sampling program by identifying potential areas of concern and identifying relevant
high-quality data that can be used to support subsequent decision making in the IOU in lieu
of collecting additional samples. |

Surface-water and sediment data for the Industrial Area are relatively limited because
surface-water and sediment monitoring at RFETS has historically focused on and continues
to focus on compliance with regulatory requirements and JAG. Historically, the majority
of sampling has occurred at the drainage ponds, which were sampled in support of the
application for a NPDES permit (1974 to 1992). Currently, most surface-water and sediment
sampling occurs in individual OUs and at the drainage ponds. RFETS has conducted several
nonregulatory-driven programs, which were designed to characterize background and site-
wide surface-water (including stormwater) and sediment quality and to research specific
aspects of contaminant transport. Data applicable to meeting the objectives of this FSP were
extracted from the Rocky Flats Environmental Database System (RFEDS).
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For the purpose of this data review, more than 30 major surface-water documents were
reviewed and evaluated for their pertinence to this FSP. In general, documents reviewed
included background geochemical characterization reports, baseflow and stormwater
characterization reports, innovative and/or experimental monitoring programs, OU-related
monitoring programs, and regulatory monitoring programs. After review of these
documents, several were selected for more intensive scrutiny because of their data quality
and proximity of sampling points to the Industrial Area. In addition to reviewing documents,
interviews were conducted with a number of EG&G Rocky Flats, Inc. (EG&G) staff from
both the Surface Water and Environmental Restoration Divisions. The data obtained from

these sources are discussed in the following sections.

A number of ongoing investigations will be addressed in Section 3.0, Existing Monitoring

and Investigation Programs. Included among these are the following:

o OU2 IM/IRA Project;
° OU8 Footing Drains Survey; and
° RFETS Quarterly Monitoring Program.

These investigations have produced data that were reviewed to technically evaluate the

sampling locations.

2.1 SITE-WIDE SURFACE-WATER AND SEDIMENT GEOCHEMICAL
CHARACTERIZATION PROGRAM

Monitoring at approximately 116 surface-water locations and 47 sediment locations was
initiated in 1989 at RFETS as part of a site-wide characterization program that also
supported specific regulatory requirements of the IAG. The IAG monitoring points in the
vicinity of the Industrial Area are plotted in Figure 2-1. Beginning in 1989, the site-wide
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characterization program sampled 73 surface-water monitoring locations on a monthly basis
and 25 sediment locations on a biannual basis (EG&G 1992b). By 1992, the program had
evolved into sampling 82 surface-water stations and 25 sediment stations on a quarterly basis
(EG&G 1992c). Samples were analyzed for metals, radionuclides, volatile organic
compounds (VOCs), oil and grease, and water-quality parameters. Of the 25 sediment
sampling locations included in the program, only 15 are in the Industrial Area or
immediately downstream of the Industrial Area. The site-wide characterization program for
surface water and sediment was eséentially eliminated in 1992 and was replaced with

. sediment or surface-water monitoring in response to specific regulatory needs.

The objectives of the 1989 and 1990 sampling and analysis programs were to compare
~ concentrations of constituents of concern with background upper tolerance limits (UTLs).
Mean concentrations of each constituent from each geographical sampling area were
compared to background UTLs for the purpose of identifying areas of elevated concentration.
The background UTLs were calculated as the 99 percent background sample concentration
with 99 percent confidence (EG&G 1993a). '

Major conclusions of each year’s findings and application of findings to the Industrial Area
are provided below. Because the reports did not focus on sediment quality, sediment results
were retrieved from RFEDS and are discussed separately in Section 2.2.

2.1.1 1989 Surface-Water and Sediment Characterization Report
During the 1989 characterization program, 73 surface-water locations and 25 sediment
locations were sampled. Of these, 25 surface-water locations are of particular relevance to

the Industrial Area: 903 Pad Area (SW050, SW053, SW055, SW058, SWO065, and SW077),
the Solar Ponds Area (SWO84 to SW090, SW092 to SW095, SW105, and SW106), and
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Upper South Walnut Creek (SW022, SW023, SW056, SW060, SWO61/SEDO11, and
SW101) (EG&G 1992b). '

Analytical data collected during this investigation in the vicinity of the Industrial Area are
presented in Table 2-1. Several of the analytes in;luding nitrate, carbon tetrachloride, and
trichloroethene exceeded stream sfandards. Because all of the radiochemical analytical data
were rejected during data validation, no conclusions can be drawn concerning their
distributions (EG&G 1992b). |

2.1.2 1990 Surface-Water and Sediment Characterization Report

The major emphasis of the 1990 characterization program was the identification of trends and
processes affecting the nature and extent of contaminants in surface-water and sediment.
Surface-water data used in the report were retrieved from RFEDS for 98 surface-water
locations and approximately 25 sediment locations (EG&G 1992d).

The only organic constituents examined in this report were trichloroethylene (TCE), carbon
tetrachlbride, and toluene. These constituents were selected because they were widely used
in past operations at the former Rocky Flats Plant, now known as RFETS. For example,
toluene was investigated because it was believed to be a major component of soil binders
sprayed to inhibit soil erosion and transport (EG&G 1992d). ‘

Organic contaminants were found in selected bottom sediment samples, but the number of
sediment samples acquired in 1990 were too few to be statistically analyzed. Box plots of
TCE and carbon tetrachloride showed that they were generally present in surface-water in
very low concentrations. The maximum concentrations of TCE and carbon tetrachloride for
1990 were in the OU2 area (SW050, SWO055, SW056, SWO059, SW060, SWO061, and
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SWO064) located within the Industrial Area boundaries or along the southeastern boundary of
the Industrial Area plateau. The sample with the maximum TCE concentration of 200
micrograms per liter (ug/L) was observed at SW059, which is located in the Mound Area.
Overall, organic compound contamination in RFETS surface waters appeared to be limited
to seeps. For the Industrial Area, these contaminated seeps appear to be confined to the 903
Pad and Lip Area (SW050, SWO055, and SW064) and the Mound Area (SW056, SWO059,
SW060, and SW061) of OU2 (EG&G 1992d).

Radionuclide characterization involved evaluating activities of gross alpha, gross beta,
uranium-235, -236, plutonium-239, -240, and americium-241. The Solar Ponds Area
surface-water samples (SW087 to SW090, and SWiOS) exhibited higher gross alpha and
gross beta activity than the other RFETS surface waters. The maximum gross alpha activity
of 1,750 picocuries per liter (pCi/L) was located at SW090 in the Solar Ponds Area. In
general, the samples taken in the Solar Ponds Area were from sumps and seeps draining the
colluvium near the Solar Ponds. The Solar Ponds Area also showed elevated uranium-235, -
236 activities. Radionuclide activities were low in samples collected from the South Walnut
Creck drainage at locations SW092 and SW093 (900 and 1,600 feet, respectively,
downgradient from the Solar Ponds). Because radiochemical data were not measured at
many sampling locations, only conclusions concerning contamination in the vicinity of the
Solar Ponds were discussed in the 1990 report (EG&G 1992d).

2.1.3 1989 and 1990 Conclusions

Based on the data collected and evaluated in the 1989 and 1990 Surface Water and Sediment
Geochemical Characterization Reports (EG&G 1992b,d), areas of surface-water
contamination within the Industrial Area include the Solar Ponds Area (OU4), the 903 Pad
Area (OU2), and Upper South Walnut Creek near the northeastern boundary of the Industrial
Area (Mound Area, OU2). In the Solar Ponds Area, constituents in excess of background
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UTLs included specific conductivity, pH, chloride, sulfate, nitrite/nitrate, various metals,
and a variety of radionuclides. In the 903 Pad Area, radionuclides and a few metals
occurred above background. In the Upper South Walnut Creek Area, metals and plutonium,
concentrations were elevated. Radionuclides and 6rganic constituehts of concern in these
areés are shown in Table 2-2. In most cases, the highest levels of contamination were found

in seeps and sumps.

The Surface Water and Sediment Geochemical Reports had limited data for the western and
south-central portion of the Industrial Area. In addition, efforts to backtrack water quality
in the upper South Interceptor Ditch (SID) to sources in the western Industrial Area were not
successful because of limited data. According to the 1989 report (EG&G 1992b), it is
possible that Individual Hazardous Substance Sites (IHSSs) in the western Industrial Area
may contribute to elevated concentrations of sulfate, radionuclides, and some metals in the_
upper SID. The 1990 report (EG&G 1992d) noted gross alpha; gross beta; plutonium-239,
-240; uranium; nitrite/nitrate; and total suspended solids (TSS) elevated above background.
However, because the data were from the old landfill, the 881 Hillside Area, and the
americium zone outside the Industrial Area, potential sources of contamination within the
western and south central Industrial Area could not be identified.

Neither the 1989 nor the 1990 report discussed results of sediment sampling near the
boundary of the Industrial Area. The 1990 report stated that sediment data collected during
1990 were insufficient to conduct statistical analyses. Consequently, the report contained no

conclusions or data for sediments.
2.1.4 RFEDS Sediment Summary

Historical analytical data were extracted from RFEDS to characterize and assess the dis-
tribution of contamination previously detected and to identify gaps in the database. Data
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TABLE 2-2

OU12 Field Sampling Plan
Primary Organic and Radionuclide Constituents of Concern
in the Industrial Area Identified in the 1989 and 1990
Surface-Water and Sediment Geochemical Reports

Constituents . © Solar 903 Pad ﬁpper South
of Concern ’ Ponds ' "] ° Walnut Creek
(Mound Area)
r_—__—________—_—
ORGANICS :
AA'cetone X X
Bis [2-Ethylhexyl]-Phthalate X
Carbon Tetrachloride XX XX XX
Chloroform X X X
1,2-Dichloroethylene X XX
Methylene Chloride X X

‘ Tetrachlorethene : X XX

Trichloroethylene XX XX
Polychlorinated Biphenyls (Aroclor- X
1254)
RADIONUCLIDES
Americium-241 XX XX
Gross Alpha XX XX XX
Gross Beta XX XX XX
Plutonium-239 XX XX
Tritium XX
Uranium-233,234 XX
Uranium-235, 236 XX
Uranium-238 XX .
. Total Uranium- XX
Notes: X = contaminant detected at individual monitoring location, but not widespread
XX = widespread contaminant
wl;\ﬂau\oul2\t:chmgn\uble.2-2 (wpf) December 27, 1994 10 of 24 Final
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Data gaps are sample necessary to meet the DQOs that either were never collected or if
collected were of a Quality that would not allow their use for specified purposes. Data gaps
and DQOs that apply to this FSP were discussed in Section 1.0." Examples include the
following: (1) daté of low quality level (I or II) cannot be used in risk assessments,
(2) locations where sediments were never sampled, or (3) locations that were saxhpled but

were analyzed for very few constituents.

Surface-water and sediment data were retrieved for 1991 through 1993, which represent the
most recent data that are fully validated. During this period, data were collected at 48
surface-water and 16 sediment sampling locations in and downgradient from the Industrial
Area as part of the Site-Wide Characterization Program. A table presenting the detected
analytes for these sampling locations is included as Appendix A. Descriptions of the
sampling stations are provided in Table 2-3.

A variety of organic compounds were detected at each location in addition to metals, other
inorganics, é.nd radionuclides in excess of the background UTLs for sediments. Summaries
of compounds detected in excess of background UTLs by sediment sampling station are
contained in Table 2-4. For metals, radionuclides, and inorganics at each sample station,
the 85th percentilé concentration for the sample population was calculated and compared to
background UTLs. Table 2-4 is a summary of these comparisons. The northern portion of
the Industrial Area had more exceedances for toxic metals, radionuclides, and nitrate/nitrite
than did the southern portion of the Industrial Area (SID). Zinc was the metal most
commonly exceeding UTLs in each area. In addition to radionuclides and organics, organic
compounds were widespread at all sediment sampling locations. In particular, the presence
of VOCs, semivolatile organic compounds (SVOCs), pesticides, and polychlorinated
biphenyls (PCBs), were noted.
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TABLE 2-3
OU12 Field Sampling Plan
Description of Sediment Sampling Locations
Near the Industrial Area
September 1991

Page 1 of 2
Location Sediment Station' Description
Northern portion of Industrial | SEDO10 : Stream ponded with water. Located west of
Area (Tributary to North (SW018) Building 771, west of road. Width: 3 to 4
Walnut Creek) : feet, depth: 1 inch, length: 6 inches.
Discharge unmeasurable. Also has cut banks.
SED120 Ditch located north of Solar Evaporation
(SW120) Ponds, south of the perimeter road, 30 feet

below the Interceptor Trench System. Flows
into 1-foot-concrete pipe. Ditch parallels road
and is usually dry.

SEDI124 Located east of Building 771 just upstream
(SW124) from SED120. Ditch fed by 3 culverts.

Width: 2 to 4 feet, depth: 0.5 to 3 inches.
Slow velocity with unmeasurable discharge.

North Walnut Creek SEDO0O9 - | Located to the north of the Solar Evaporation
' . (SW017) Ponds and about 110 feet downstream of

1 SWO093 in North Walnut Creek. Width: 1 to

4 feet, depth: 1 to 4 inches. Slow velocity

with unmeasurable discharge.

SED117 Located north and just a little west of Building
(SW117) 371 at northeast perimeter of Industrial Area.
Ditch with ponded water. Width: 2 to S feet,
depth: 0.5 to 2.5 inches. Water is stagnant
and discharge is unmeasurable.

SED118 Located northwest of Building 771, just
(SW118) downstream of SED117. Width: 6 inches to 3
feet, depth: 1 to 2 inches. Cloudy, stagnant
water and very low flow.

South Walnut Creek in SEDO12 : Located east of Building 995 just upstream of
Industrial Area (SW023) SEDI12 at influent to Pond B-1 headgates.
Stream has clear water with a slow velocity.
SEDO11 Located southwest of Building 988. Stream
(SW061) width: 3 to 4 feet, depth: 2 to 4 inches.

Clear water with slow velocity and less than
0.01 cubic feet per second discharge.
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TABLE 2-3 :
Description of Sediment Sampling Locations
Near the Industrial Area
September 1991

Page 2 of 2
Location Sediment Station' Description
W
South Interceptor Ditch SED028 Located southeast of Building 881 in the South

(SW030) Interceptor Ditch. Ditch with no water but bed
is damp. Site is frequently dry.

SED037 Located south of 850 Parking Lot. Ponded

(SW035) ( water in South Interceptor Ditch. Width: 10
feet, depth: 8 inches. Cloudy water with a
stagnant velocity.

SED029 .Located west of 881 Hillside. Ditch with a

(SWO054) width of 15 to 20 feet and depth of 4 to 6
inches. Clear stagnant water with no
discharge.

SED039 | Located east (upstream) of SED028. A ditch

(SW070) with ponded water that has a width of 16 to 20
feet, depth up to 4 feet, and a length of 40
feet.

SED126 Located southwest of Building 881. This

(SW126) narrow channel has been highly eroded. The
source of water may be upgradient seep. Site
usually dry.

881 Hillside (OU1) SEDO038 Located to the east of Building 881 and about

(SW057) 60 feet north of road on hillside. Site is a
depression on hillside and is fed by seep. Site
is dry except for winter.

SED125 Located east of Building 881. Site is adjacent

(SW125) to road and is usually dry. Body of water
created by influent from 12-inch culvert.

! Number in parenthesis represents the surface-water stations that correspond to the sediment stations.
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OU12 Field Sampling Plan
Summary of Analytes Exceeding Background Upper Tolerance Limits in Sediment Samples

North Walnut Creek South Walnut Creek South Interceptor Ditch 881 Hillside

Northern portion of 1A

SEDOQO9 |SED117|SED118 SEDOMN SEDO028 | SEDO29|SEDO37 | SEDO3Y | SED126| SEDO38| SED125

SED120 SED124

Metals

Barium X

Cadmium

Calcium X X X X

Chromium

Copper X

Magnesium _ ‘ X

Nickel B X

Silicon : X X X

Sodium T X

Zinc X X X B X X X

Radionuclides

Gross Alpha X X

yZziopt

Gross Beta X

Plutonium-239, -240 . X

Radium-226

Strontium-89, -90 X

Tritium

Inorganics

Nitrate/Nitrite

Industrial Area
Upper Tolerance Limit
85th percentile > UTL

Notes: 1A
UTL
X
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2.2 STORMWATER NPDES PERMIT APPLICATION MONITORING

The Stormwater NPDES Permit Application Monitoring Program for RFETS was conducted
by EG&G Rocky Flats, Inc. in 1992. The goal of the program was to characterize surface-
water quality during runoff or high-flow events (EG&G 1993b). The program included
collection and analysis of stormwater samples from six stations that capture the majority of
runoff (including footing drain discharges) from the Industrial Area. Sampling locations
included in the program were SW022, SW023, SW027, SW093, SW118, and SW998 (Figure

2-1). Chemical analyses were performed for selected trace metals, anions, and nutrient

species.

The results of this study are presented in the Srormwater NPDES Permit - Application
Monitoring Program, Rocky Flats Plant Site (EG&G 1993b). Table 2-5 summarizes the
hydrograph-integrated stormwater quality data to provide an integrated water quality
characterization for multiple siorm events during November 1991 through August 1992,
Data in this table include maximum and average concentrations for each analyte at different
locations. If an analyte was not detected in a sample, one-half the detection limit was used
to calculate the average. The metals reported are total recoverable metal concentrations.

Metals having the highest total concentrations in the storm-runoff samples were consistently

aluminum and iron. Anion and nutrient species concentrations at all sites were determined

to be at acceptable levels for storm runoff. Only one storm event was successfully sampled

for organics because of the timing of the storm events and the standard sampling methods
that necessitate manual "grab" samples. These data were not included in the report, although
they were included in the permit application. Organics were not detected at detection limits
greater than 50 pg/L (DOE 1992a).
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A review of Table 2-5 does not indicate large differences between the quality of water from
sampling areas where all or a majority of the drainage is from the Industrial Area (SW022,
SW023, and SW093) compared with sampling areas where only a portion of the drainage is
from the Industrial Area (SW027, SW118, and SW098). For metals known to be processed
at RFETS (e.g., beryllium) mean concentrations at the station upgradient from the Industrial
Area (SW098) were slightly lower than stations receiving runoff from the Industrial Area.

2.3 EVENT-RELATED MONITORING PROGRAMS

The event-related surface-water monitoring program is described in the Evens-Related
Surface-Water Monitoring Report: Water Years 1991-1992 (EG&G 1993¢). The purpose of
this program is to present available data for the RFETS gaging-station network in a series
of reports, the next of which is scheduled for release in October 1994. This network serves
as the long-term, fixed-station, surface-water monitoring network for the site. The network
will be used to support Clean Water Act compliance and monitor for RCRA/CERCLA
objectives. The report includes the following:

e annual hydrographs of mean daily discharge for 12 RFETS gaging stations;

e total radionuclide activity and total mean concentration and loading data for selected

storm events;
¢ suspended sediment concentration data;

¢ annual RFETS precipitation hydrographs;
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o interpretation of metal and radionuclide loading in drainages; and

¢ information about the history and development of the Event-Related Surface-Water
Monitoring Program.

The key conclusions from the Event-Related Surface-Water Monitoring Report are listed in
the following paragraphs (EG&G 1993¢).

1. Total metal and radionuclide loads in Walnut Creek appeared to be higher than
overall constituent loads in other RFETS drainages because of runoff from
impervious areas within the Industrial Area. Because of limited data, this conclusion

was made without statistical verification.

2. Plutonium-239,-240 activity increased in unfiltered samples with increasing aluminum
and iron concentrations in the Walnut Creek drainage, indicating that the plutonium
may be associated with iron-coated or iron-containing aluminosilicates in suspended

sedimént.

3. Uranium-238 activity and major cation concentrations decreased with increasing
stream discharge at station GS13 on North Walnut Creek. This was interpreted as
indicating dilution of these naturally occurring constituents. Trace metal
concentrations increased with increasing stream discharge at GS13. This conclusion
indicated the flushing of metals from impervious portions of the Industrial Area or
from wetland areas that had attenuated the metals. |

4. Americium-241 activity decreased with increasing stream discharge at station GS10
in South Walnut Creek, indicating dilution of an americium-241 source. Samples

were collected for total americium-241 analysis.
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S. Pesticides and SVOCs were monitored during two storm events. No compounds

were detected at detection limits ranging from 10 to 50 ug/L.

Of particular relevance to the Industrial Area are gaging stations GS10 and GS13, which
capture stormwater immediately downstream of the Industrial Area. GS13 captures runoff
directly from the northeast corner of the Industrial Area and also receives upstream flow
from North Walnut Creek. GSIO, located at the eastern boundary of the Industrial Area,
receives drainage from a large portion of the southern part of the Industrial Area. Table 2-6
contains a summary of data collected at stations GS10 and GS13, including the reported 1991
and 1992 data, as well as data available but not currently published in a periodic report
summary. The following observations are based on the Table 2-6 data:

L. GS10 showed relatively frequent exceedances of Segment 5 stream standards for
americium-241 and plutonium-239 and a few exceedances for gross alpha, gross beta,
and uranium-233. Frequent exceedances of dissolved cadmium, lead, mercury, and
silver standards were also noted with a few exceedances of copper, iron, and zinc
standards. For total metals, arsenic, copper, lead, selenium, and zinc, standafds
were frequently exceeded; and some exceedances of iron and manganese standards
were noted. Water quality parameters tested were within the stream standards.’

2. Americium-241 and plutonium-239 activities were in excess of the stream standards
at GS13 in slightly less than half of the samples taken. For dissolved metals,
cadmium, lead, and silver exceeded stream standards. For total metals, frequent
exceedances of arsenic, lead, and selenium standards were noted; and some samples
contained high copper and iron. All water-quality parameters tested were within
standards.
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3. Statistical analyses using a paired t-test of mean radionuclide concentrations at GS10
and GS13 determined that only uranium-238 had significantly different mean
concentrations between stations. A higher mean concentration of uranium-238 was
identified at GS13; however, this mean concentration did not exceed Segment S
stream standards. |

The purpose of the program as stated in the Event-Related Surface-Water Monitoring Report -
(EG&G 1993c) does not explicitly include collecting data to support a human-health risk
assessment. Therefore, these data can only be used as an indicator of water quality.

2.4 750 PAD, 750 CULVERT, AND 904 PAD MONITORING

According to the OQU10 Phase I RFI/RI Work Plan (EG&G 1992e), the 750 Pad was initially
constructed as a parking lot for Building 750. Currently, the 750 Pad is used for the storage
of pondcrete and saltcrete. Pondcrete is a low-level mixed waste resulting from the
solidification of Solar Pond sludge or sediment with portland cement. Saltcrete consists of
solidified low-level radioactive and hazardous waste extracted from liquid process waste from
the Building 374 evaporator. The pad is bermed to control runoff and run-on. Surface-
water is directed around the north side of the pad and exits through a culvert located on the
east side of the pad. The 750 Pad remediation is included as part of the long-term activities
for OU10.

Beginning in 1986, storrﬁwater puddles on the 750 Pad and the 750 Culvert were sampled.
Between 1986 and 1989, spills of pondcrete to the asphalt had occurred. The spills totaled
0.5 cubic feet. Past routine inspections have identified leaking and deformed pondcrete
containers (EG&G 1992f).
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. Gross alpha and gross beta analyses of soil samples collected in the area indicate the

presence of radionuclide contamination. Analyses of surface-water samples indicate the
presence of radionuclide, nitrate, cyanide, and cadmium contamination. Metals and other
inorganics were also detected in the surface-water samples. From approximately 1989 to
1993, runoff from the 750 Pad was sampled after every precipitation event and analyzed for
gross alpha and gross beta, nitrate, cyanide, metals, total dissolved solids (TDS), ammonia,
target compound list (TCL) VOCs, and mercury. Surface water at the 750 Culvert was
monitored weekly for gross alpha and gross beta, TDS, and nitrate. Recently, monitoring
has been reduced to twice per year for the pads and has been eliminated at the 750 Culvert
(EG&G 199%4a).

In 1992, EG&G's Surface Water Division conducted a study that compared data from
750/904 Pad runoff with RFETS stormwater data (EG&G 1992f). The purpose of the study
was to evaluate the need for continued collection of the stormwater from the pads and
subsequent treatment at Building 374. The study involved cbmparing samples collected at
the 750 and 904 Pads to stormwater samples collected at SW022 and SW023 and samples
collected at the Pond A-4 discharge to Walnut Creek. The samples collected at the pads
were from puddles. All data used in the study were limited to 1991 data to simplify the
comparison. The results of the comparisons generally showed lower levels of contaminants
in water collected on the pads than those at stormwater sampling locations. Nitrate
concentrations and gross beta activities from the pads were comparable to stormwaters
throughout RFETS; however, the gross alpha measurements were generally higher for
approximately half of the storm events evaluated. Cadmium, chromium, arsenic, and
mercury were detected in the pad puddle samples, along with methylene chloride, toluene,
acetone, and chloroform (EG&G 1992f). .
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The historical purpose of the program does not explicitly include collecting data to support
a human-health risk assessment; therefore, the data collected for this program do not meet
the DQOs for this project and can only be used as an indicator of water quality.
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3.0 EXISTING MONITORING AND INVESTIGATION PROGRAMS

As discussed in Section 2.0, available data sources were reviewed to compile information
to support the proposed surface-water and sediment sampling program. The following
sections describe existing programs that currently monitor surface water and sediments at

RFETS.

3.1 SURFACE-WATER AND SEDIMENT MONITORING PROGRAMS

The RFETS surface-water and sediment monitoring programs consist of compliance,
operational, and characterization monitoring programs. The EG&G Surface Wabar Division
is working toward development of a permanent, automated, fixed-station monitoring network
to collect information for regulatory compliance and overall RFETS surface-water
management. During 1989 and 1990, surface-water and sediment monitoring programs were
expanded to respond to data-collection needs for CERCLA, RCRA, DOE Order, and Best
Management Practice requirements. Currently, compliance monitoring is conducted in
response to NPDES, Agreement in Principle (AIP), and DOE operational monitoring
requirements. Building-sump and foundation-drain sampling programs are also ongoing
(EG&G 1993d).
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Analytical results are available for previous surface-water and sediment safnplcs collected
as part of the compliance and operational monitoring programs. Because of the volume of
surface-water and sediment results available, selected data are summarized in Appendices A

and B.
3.2 OU2 SURFACE-WATER AND SEDIMENT SAMPLING

A surface-water IM/IRA, which includes the 903 Pad and Mound Area, is being
implemented at OU2 and is based in part on the data collected during the 1989 and 1990
surface-water and sediment geochemical characterization program. This IM/IRA treats
surface-water contamination consisting primarily of TCE, tetrachloroethylene (PCE), carbon
tetrachloride, and associated degradation products. cherél metals, uranium, and other
inorganic constituents were also noted to be at levels above background in individual
environmental media, but no strong conclusions were drawn with regard to the source of

these contaminants.

Samples collected in the South Walnut Creek basin as part of the OU?2 investigation (stations
SWO056, SW059, SW060, SW061, and SW101) showed carbon tetrachloride, TCE, and PCE
concentrations in excess of 200 pg/L, with lower and infrequent concentrations of 1,1-
dichloroethene, 1,1-dichloroethane, 1,2-dichloroethene, vinyl chloride, acetone,
bromodichlorbmethane, and methylene chloride. These stations also frequently showed high
surface-water concentrations for uranium. Seeps in the vicinity of the 903 Pad Lip (SW050,
SWO053, and SW054) had detectable plutonium and/or americium during one or more 1989
sampling events. The source of these radionuclides was hypothesized to be contaminated
soils (DOE 1992b; EG&G 1991a). These conclusions are consistent with those in the 1989
and 1990 Geochemical Characterization Reports.
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Under the IM/IRA for OU2, surface-water from locations SW059, SW061, and SW132 was
originally collected for treatment. SWO039 is a séep, SWO061 is located at the outlet of a
concrete culvert, and SW132 is located at a buried corrugated metal culvert approximately
225 feet downgradient of SW061. The SW132 culvert was identified as a conduit for flow
from the upper reach of South Walnut Creek from within the Protected Area. The surface
water at these locations was collected upstream of the B-series ponds to reduce the potential
for downstream contamination. The combined flows from the three locations were
approximately 15.2 gallons per minute most of the year (DOE 1992a). Currently, only the
seep at SWO059 is being collected for treatment of flows ranging from 0.5 to 1 gallon per
minute. Surface waters from the other two locations are no longer being collected because
treatment of those waters was deemed unnecessary because the low levels of contaminants
were not further reduced by treatment (DOE 1993).

3.3 OU13 SEDIMENT SAMPLING

Surface-water and sediment sampling locations for IHSSs in OU13 are described in the final
OU13 Technical Memorandum No. 1 (EG&G 1994b). The purpose of this document was
to compile the results of visual inspections conducted to evaluate possible hazards and
overhead utilities at each IHSS and to delineate paved and unpaved areas to identify potential

sampling locations.

Representatives of DOE and EG&G performed a site reconnaissance of ditches within or
adjacent to the OU13 IHSSs to identify sediment and surface-water sampling locations. The
ditches within OU13 include the Central Avenue Ditch and the tributaries to Walnut Creek
as they flow through the Industrial Area. During the site reconnaissance, accumulations of

sediment were observed in areas where ditches converge and standing water collects.

Sampling locations were identified (1) at wide spots where flow velocities tend to decrease,

(2) at areas where silt accumulation has been noted, (3) upstream of culverts, and (4)
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downgradient of abrupt grade transitions where settling is likely to occur. Samples will be
collected upstream and downstream of confluences where water and sediments can be
transported from other IHSSs within the Industrial Area. A total of 26 sediment samples will
be collected from the ditches and other surface-water features in or adjacent to IHSSs in
OU13. Additionally, as many as 10 surface-water grab samples may be collected
concurrently, if standing water is observed (EG&G 1994b). Sampling locations are shown
in Figure 15 in the OU13 Technical Memorandum (EG&G 1994b). When sample results
are avaﬂable, they will be used to support the OU12 surface—water and sediment sampling

program. Although samples have not been collected to date a discussion of the OU13 -

sediment sampling locations has been included in the sampling rationale presented in Section
4.0 of this OU12 FSP.

3.4 OU12 SEDIMENT SAMPLING

The objectives of the OU12 RFI/RI field investigation, as presented in the Final RFI/RI Work
Plan for OU12 (EG&G 1992a), are to (1) characterize the nature and extent of contamination
at each IHSS in OQU12, (2) support health risk assessment and environmental evaluation, and
(3) support corrective measures studies, feasibility studies, and treatability studies. The
purpose of the proposed OU12 sediment sampling is to investigate the potential presence or

absence of surficial contaminants in sediments and surface-water runoff. Drainage paths

_identified at specific IHSSs were also proposed for sampling to determine whether

compounds have migrated from the site to drainage ditches via surface-water runoff. At
THSSs where historical information indicates runoff may have occurred, sediment samples
were proposed for collection and analysis for suspected compounds including TCL VOCs,
target analyte list (TAL) metals, radionuclides, and PCBs (EG&G 1992a).
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3.5 BUILDING SUMPS AND FOOTING DRAINS

Information about the building sumps and fooﬁng drains at RFETS is compiled in Zechnical
Memorandum No. 1 for OU8 (EG&G 1994c). The building sumps and foundation drains
have been sampled since 1977, .and this sampling program is a voluntary effort at RFETS
to characterize incidental waters and footing drains. The sample results are not subject to
regulatory standards and are not generally of sufficient quality to support a quantitative
human health risk assessment. The following subsections summarize the information

presented in the OU8 Technical Memorandum.
3.5.1 Locations

The OU8 Technical Memorandum (EG&G 1994c) provides a detailed, building-by-building
description of each foundation-drain system that has been identified within the Industrial .
Area. This information was. compiled by conducting a building-by-building survey. The
following paragraphs describing the foundation-drain locations were summarized from the
OU8 Technical Memorandum (EG&G 1994c).

111 The current sampling location (BS-111-2) is a sump in the south end of the
Building 111 basement. The station currently is not sampled because the

outfall is normally dry.

124 The foundation drain for this building was located around the exterior of the
foundation. This drain has never been sampled.
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371/374 The foundation drains for these buildings are located around the perimeter and
517/518 beneath the foundations. Foundation-drain water discharges at six outfalls,
three for each building complex. Samples currently are collected from one
of these foundation drains at Station FD-371-3.
440 No foundation drains were determined to exist for this building.
444 The foundation drain for this building drains the southern end of the basement

e 7

559

707

and leads to a sump. The foundation drains for Building 444 have never been

sampled.

A foundation drain exists on the western half of the basement foundation and
joins a storm drain that runs north and south underneath the building. This
water discharges to an outfall to the south of Building 664 that is currently
being sampled.

| No foundation drain was found for Building 559; however, there is a drain for

the tunnel that connects Building 559 to 561. Currently, the water is pumped
from the sump to the sanitary sewer system. Both the sump (FD-559-561)

“and the outfall (FD-561-1) have been sampled but are not currently being

sampled.

Foundation drains exist under Building 707 and tie into the storm sewer
system at the southwest corner of the building. Sampling is currently
conducted at BS-707-2, a vault next to the cooling tower south of the
building.
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771 The foundation-drain system for this building has three discharge locations on

774

779

850

\ous 1 N tach

the northwest side of the building. The first is a pipe that discharges to
Manhole No. 3 near the northwest corner of the building. This manhole is
connected to the storm sewer, which discharges to a small pond on the north
lside of Building 774. The second outfall is located on the west side of
Building 771, and it discharges to the ground surface. The third and last
outfall discharges to the storm sewer near the western addition énd is
currently sampled as FD-771-1.

qundation drains located around the perimeter of this building drain to three
outfalls. The first outfall discharges from a storm drain and flows into a
small pond north of the building and then into North Walnut Creek, or
possibly the OU4 Interceptor Trench System (ITS). The second outfall also
discharges to the pond. However, because of recent construction, this drain
has likely been blocked. The last outfall discharges through a storm drain
located on the hillside northeast of the building. The first outfall (FD-774-1)
is the only one that has been sampled.

A foundation drain was constructed for the addition of this building. The
drain is connected to a storm drain that discharges to the hillside north of the
Solar Ponds. Sampling is currently conducted at FD-779-1, an outfall north
of the Solar Ponds.

The foundation drains for this building discharge to an outfall on the hillside
south of the building. This outfall was selected for sampling in the past;
however, it is often dry and is not part of the current sampling program.
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865 Foundation drains for Building 865 flow to a sump on the west side of the

881

883

887

910

991/998

building. The sump (BS-865-1) is sampled under the current program.

This buildfng has three separate foundation/underdrain systems that dischaige
to different locations. The first is a foundation-drain system that runs around
the .perimeter of Buildings 881 and 887. The second system collects roof
drain water and-ties into a subbasement storm drain system. The third
discharge is from the utility tunnel network and floor drains, which discharge
to a sump in the boiler room near the south end of the building. The first and
third discharges have been historically sampled.

The foundation-drain system discharges to a sump at the southwest corner of
the building. The sump is currently sampled as FD-883-1, but the outfall has

never been sampled.

The foundation-drain system for this building is connected to Building 881.
The drain system for this building collects at a sump and discharges to the
ground surface northeast of the building. This sump is currently sampled as
FD-910. | o

These two buildings are connected by a tunnel that has a foundation-drain
system. These drains flow toward the east and historically discharged to a
ditch on the eastern side of Building 991. This outfall has been sampled in
the past but can no longer be located.
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995 Drains from this facility likely discharge to three outfalls south of the facility.

However, these drains were sludge bed underdrains that may not have existed
or may have been altered by the relining of the sludge beds. None of these
outfalls has been sampled. '

996, 997 Foundation drains for these structures are believed to be connected to a storm
9299 sewer east of Building 991. These drains have not been sampled.

3.5.2 Sampling and Data Analysis Plan

Table 3-1 summarizes the recommended sampling and analysis program for foundation drains
in the OUS THSSs summarized from the OU8 Technical Memorandum (EG&G 1994c).

3.6 SOILS MONITORING PROGRAM

Currently, RFETS has no existing routine soils monitoring program. A significant number
of soil samples have been collected from locations within the Industrial Area as part of
various characterization tasks; however, these tasks required soil samples from unique
locations specific to the objective of each field investigation. These soil sample results were
determined to be not applicable to the proposed surface-water and sediment sampling

program.
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TABLE 3-1
OU12 Field Sampling Plan

Summary of Recommended Foundation Drain Sampling

"Page 1 of 2
BUILDING | CURRENT RECOMMENDED SAMPLING ANALYTICAL
SAMPLING (Current Sample No.) - REQUIREMENTS
STATION
111 BS-111-2 No sampling recommended None
124 None Sample sump east of building VOCs, SVOCs,
' (None) Metals, Rads
371/374 FD-371-3 Sample FD-371-2 if flow is observed. Water - VOCs,
Collect sediment samples at FD-371-2 SVOCs,
and FD-371-3 (3-10) Metals, Rads
Sediment-SVOCs,
FD-371-MC No sampling recommended Rads
' Noné
444/447 FD-444-460 No sampling recommended None
559 None Collect sediment sample from FD-516-1 | SVOCs, Rads
(3-22) ‘
707 FD-707-2 No sampling recommended None
771 FD-771-1 No sampling recommended None
774 FD-774-1 Collect sediment samples at outfalls SVOCs, Rads
FD-774-2 FD-774-1 and FD 774-2 (3-28)
779 FD-779-1 No sampling recommended None
850 None No sampling recommended None
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_ TABLE 3-1
Summary of Recommended Foundation Drain Sampling
Page 2 of 2
BUILDING | CURRENT RECOMMENDED SAMPLING ANALYTICAL
SAMPLING (Current Sample No.) REQUIREMENTS
STATION .
.
865 BS-865-1 No sampling recommended None
BS-865-2
886 None No sampling recommended None
881 None | sample FD-881-4, once (5-7) VOCs, SVOCs,
Metals, Rads
883 FD-883-1 No sampling recommended None
991/998 BS-991-2 No sampling recommended None
995 None No sampling recommended None
996/997/999 | None No sampling recommended None

Table 3-3 is summarized from information presented in EG&G 1994c. Recommendations are associated with Operable Unit 8.
Samples have been incorporated into the Field Sampling Plan rationale.

Notes:
SVOCs = Semivolatile Organic Compounds
VOCs = Volatile Organic Compounds
Rads = Radionuclide isotopes
SWD = EG&G Surface Water Division
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4.0 FIELD SAMPLING RATIONALE

Section 4.0 of this technical memorandum discusses the ﬁeld sampling rationale for surface
water and sediments in the Industrial Area. The rationale for selection of sampling sites,
sampling methodology, chemicals of concern, and discussions regarding contaminant sources,
analytical methods, and fate and transport are presented in this section. Also provided is a
general overview of the drainage basins in the Industrial Area and the individual drainage

basin characteristics.
4.1 DRAINAGE BASIN OVERVIEW

For the selection of surface-water and sediment sampling locations, distin;:t surface-water
drainages (or pathways) were identified and evaluated within the Industrial Area. These
pathways consist of subbasins, which are topographically distinguishable areas that drain to
distinct locations. The drainage basins for the Industrial Area are shown on Plate 2.

Major drainage basins within the Industrial Area have subbasins identified in the Rocky Flats
Plant Drainage and Flood Control Master Plan (EG&G 1992g). The subbasin identification
nomenclature used in that report will also be used for this FSP. The Rocky Flats Plant
Drainage and Flood Control Master Plan (EG&G 1992g) divides the area into six main
drainage basins with 29 subbasins. Wright Water Engineers added a seventh basin to define
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the area that collects surface water and is tributary to the ITS. Each subbasin was given a
designator beginning with "C." The letters following "C" designate the stream to which the
basin ultimately drains; "WA" indicates North Walnut Creek, "SWA" indicates South Walnut
Creek and "DIV" refers to a diversion (SID or the Walnut Creck Diversion).

The following sections discuss the seven main drainage basins within the Industrial Area and
provide a general description of the drainage area and the discharge locations. Each section
contains a table that defines the subbasins, the major buildings in the subbasin, drainage area

(acres), and the location of the subbasin drainage point.
4.1.1 Drainage Basin 1

This basin includes most of the southern portion of the Industrial Area. Under normal
conditions, the basin discharges to 'the east into the buffer zone and eventually into the B-
series ponds. The diversion structure at SW022 diverts the Central Avenue Ditch into South
Walnut Creek at Building 995. Most flood waters would flow directly into Pond B-5.

Much of the Industrial Area located south of Central Avenue discharges into Drainage Basin
1. The basin has a drainage area of 84 acres that encompasses five main subbasins and 29
major buildings (EG&G 1994d). Table 4-1 details the subbasins, major buildings, drainage

area, and drain locations.
4.1.2 Drainage Basin 2

Drainage Basin 2 includes the central and east-central portions 'of the Industrial Area. The
drainage flow is to the east and discharges into the B-series ponds via South Walnut Creek.
The basin has 91 acres that encompass five main subbasins and 32 major buildings.

Drainage characteristics are detailed in Table 4-2.
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TABLE 4-1
OU12 Field Sampling Plan
Characteristics of Drainage Basin 1

Major Buildings Drainage | Drains Location of Subbasin Drain
Subbasin in Subbasin Area to
(acres)
CSWAA2 122, 123, 124, 125, 441, 13 CSWAA4 A 21-inch CMP located in the
443, 442, 452 northeast corner of subbasin
CSWAA2
CSWAA3 439, 440 (northeast), 444, 12 CSWAA4 A ditch at the northeast comer
445, 447 (east), 463, 668 of subbasin CSWAA3
CSWAA4 221, 224, 275, 662, 663, 664 16 CSWAAS An 18-inch CMP culvert
location in the northeast
comner of subbasin CSWAA4
CSWAAS 865, 866, 883 (north), 884, 28 CSWAAG6 A 24-inch CMP under Central
886, 888, 889, 880 Ave. located near the
northeast comer of subbasin
CSWAAS
CSWAA6 NONE 15 CSWABS Two culverts, a 30-inch RCP
and a 30-inch CMP, drain the
northeast comer of CSWAAG
and empty to a channel east of
the Industrial Area that drains
to Pond B-5

corrugated metal pipe
reinforced concrete pipe

ber 1, 1994 wpf
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TABLE 4-2
OU12 Field Sampling Plan
Characteristics of Drainage Basin 2

Subbasin Major Buildings Drainage Drains Overflows Location of Subbasin
in Subbasin Area to to Drain.
(acres) '
CSWABI 223, 333 (south), 20 CSWABS A 72-inch CMP ‘storm
: 334 (south), 549, sewer located at ponded
551 (east), 552, 553, . area at east end of subbasin
554, 555, 558 CSWABI
CSWAB2 NONE 6 CSWAB3 CSWAB4 . A 4-foot by 3-foot elliptical

CMP storm sewer located
southeast of Building 707,
near the middle of subbasin

CSWAB2
CSWAB3 559 (southeast) 31 CSWABS CSWAB2 A 60-inch CMP storm
561 (south), 564, sewer located at the eastern
by 707, 708, 750, ' end of subbasin CSWAB3
§ 776 (southeast),
777 (south),
778 (east), 980
CSWAB4 965, 968, 984, 985, 19 CSWABS A 54-inch-dian}eter culvert
989, 990, 991, 996 - located at the eastern end
- of subbasin CSWAB4
CSWABS 987, 988, 993, 995 15 South Two culverts, both 30-inch
Walnut RCP, located at the eastern
Creek end of subbasin CSWABS
(SW023)
Notes:’

CMP = corrugated metal pipe
RCP = reinforced concrete pipe
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4.1.3 Drainage Basin 3

Drainage Basin 3 drains the northwest portion of the Industrial Area and covers less than 50
percent of the Protected Area. Drainage Basin 3 ultimately discharges into the A-series
ponds via Walnut Creek. The water from approximately 6 acres of this drainage basin
discharges into the ITS. Drainage Basin 3 is composed of 144 acres and encompasses
portions of the Protected Area. Wetland/seep areas are found in the drainage especially near
Building 111 and 374 (EG&G 1994d). Table 4-3 details the drainage characteristics for
Drainage Basin 3. '

4.1.4 Drainage Basin 4

Drainage Basin 4 consists of the western portion of the Industrial Area and exits to the
McKay Diversion Canal. The McKay Diversion Canal drains to the Walnut Creek Diversion
Canal, which flows toward the north end of the Industrial Area. The 29 acres of the
drainage area have little industrial development (i.e., a warehouse and a material storage
yard near Building 130). The area mainly consists engineering and administrative buildings
(EG&G 1994d). The drainage characteristics are summarized in Table 4-4.

4.1.5 Drainage Basin §

This drainage area is a collection of drains that cover portions of the southern Industrial Area
that eventually exit to the SID. Hydrologically, the area around the buildings drains south
and down the 881 Hillside toward the SID. Seeps are located near the southwestern
Industrial Area boundary (EG&G 1994d). The drainage area characteristics are outlined in
Table 4-5.
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TABLE 4-3

OU12 Field Sampling Plan
Characteristics of Drainage Basin 3

ﬁubbasin Major Buildings Drainage Drains Location of Subbasin Drain
in Subbasin Area to
(acres)
e e ]
CWACI12 119, 127, 128 9 CWAC1 Three storm sewer outfalls flowing north under the
northern edge of CWACI12 drain the subbasin to a
ditch running through CWACI1.
CWACI 111, 112, 113, 115, 17 CWACI3 Ditch north of Sage Ave. drains to CWACI13 at the
335 eastern end of CWACI.
CWACII 331, 333 (north), 9 CWACI13 Two culverts, an 18-inch CMP and an 8-inch CMP,
334 (north), are located at the northeast corner of subbasin
551 (west) CWACI11.
CWACI3 NONE 3 CWAC3 A 64-inch CMP culvert is located at the north end of
. CWACI13.
CWACI0 539 (except 9 CWAC3 An 18-inch CMP culvert located along the
southeast), northwestern boundary of CWACI10 drains to the
561 (north), channel that runs through CWAC3; also a 14-inch
776 (west), CMP crosses the subbasin boundary under the
778 (west) intersection of Sixth Street and South 71 Drive
CWAC3 371, 374, 516, 517, 26 North A 48-inch CMP culvert is located near the northeast
518 Walnut comer of subbasin CSWA3. This sewer drains
Creek directly into the 72-inch storm sewer that empties
‘ into North Walnut Creek.
CWAC2 367 18 CWACS A 54-inch CMP storm sewer is located at northern
end of CWAC2.
CWACS NONE 10 North A 72-inch CMP storm sewer carries flow from east
Walnut end of CWACS to North Walnut Creek.
Creek
‘ CWAC4 262, 373, 376, 790 iO North A 36-inch-diameter culvert located at north end of
% Walnut CWAAI drains to North Walnut Creek.
( Creek
|
} CWACS 701, 712, 713, 770, 10 CWAC7 An 8-inch-diameter PVC storm sewer is located at
i 771, 774, 776 the northeast corner of subbasin CWACS.
; (northeast), 777
1 (northwest)
CWAC7? NONE 8 North Only a portion of CWAC?7 drains to N. Walnut
Walnut Creek. The flow that enters from CWAC6 and the
Creek flow contributing north (or downgradient) of the
Interceptor Trench System will flow through the 60-
inch-diameter storm sewer at the north end of
CWACT7. This sewer connects to the 72-inch storm
sewer that drains to North Walnut Creek.
CWAAI NONE 15 North A 36-inch culvert located at the center of the
Walnut northern boundary of the CWAAI drains the
Creek subbasin to North Walnut Creek.

Notes: CMP = corrugated metal pipe
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TABLE 4-4
OU12 Field Sampling Plan
Characteristics of Drainage Basin 4

Drainage Major Drainage Drains Location of Subbasin Drain

Basin Building in Area to ‘
Subbasin (acres)

CWADIV2 | 130, 131 29 McKay Diversion Canal | A 36-inch CMP culvert located at the

northern end of CWADIV2 that drains
to the McKay Diversion Canal

CMP = corrugated metal pipe

ZcioL
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TABLE 4-5
OU12 Field Sampling Plan .
Characteristics of Drainage Basin 5

Subbasin | Major Buildings Drainage Drains Location of Subbasin Drain |
in Subbasin Area to ‘
' (acres)
CDhIV1 440 (except 14 DIV3 A 36-inch-diameter culvert drains the storm sewer
northeast), network, south of Building 460; the storm sewers
447 (west), 448, daylight on the hillside south of Building 664 into the
451, 460 South Interceptor Ditch (SID)
® DIiV3 850, 881 SID Drainage in the vicinity of Buildings 850 and 881
- 883 (south), 885, drains to the south. The Building 881 footing drain
R 887 - is collected and diverted to the OU1 treatment
facility. .
|
|
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4.1.6 Drainage Basin 6

Drainage Basin 6 encompaéses two subbasins totaling 11 acres in the northeastern portion
of the Industrial Area. An extensive area of seepage occurs north of the ITS, and water flow
may discharge into this drainage basin. This drainage basin contains only one major building
(Building 964) and discharges to the A-series ponds. Table 4-6 summarizes the drainage

characteristics for Drainage Basin 6.
4.1.7 Drainage Basin 7

Drainage Basin 7 is associated with the ITS and the Solar Evaporation Ponds. This area
encompasses three subbasins and drains an area of 24 acres. The water collected by the ITS
is stored in tanks north of the Industrial Area and is eventually treated in Building 374 with
the evaporators of Building 970 serving as a backup. Groundwater flow beneath Drainage
Basin 7 is also collected by the ITS and treated using the onsite systems. CWACS is
composed of the Solar Evaporation Ponds that are associated with OU4 activities (EG&G
1994d). Table 4-7 details the drainage characteristics for this drainage basin.

4.2 LOCATION SCREENING CRITERIA

The DQOs for this FSP are (1) to establish the presence or absence of contanlination in
surface water and sediments within stormwater channels and (2) to collect data that will
support a human health baseline risk assessment.

Proposed sampling locations were selected based on the evaluation of the following criteria:

J location of drainage with respect to known or suspected areas of contamination, i.e.,
IHSSs;

wp\flats\oul2\techmem\Sect4  (wpf) Janvary 19, 1995 Fina}




TABLE 4-6

OU12 Field Sampling Plan
Characteristics of Drainage Basin 6

Subbasin Major Buildings Drainage Drains Location of Subbasin Drain
in Subbasin Area to
(acres)
CWABIt 964 7 CWAB2 A 48-inch-diameter culvert drains CWABI toward
the northeast into CWAB2.
CWAB2 NONE 4 A-series A 48-inch CMP culvert drains CWAB2 toward the
ponds northeast into a channel leading to the A-series

ponds.

Tz 001

Notes:

CMP = corrugated metal pipe
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TABLE 4-7
OU12 Field Sampling Plan
Characteristics of Drainage Basin 7

Subbasin | Major Buildings Drainage | Drains Location of Subbasin Drain
in Subbasin Area to

(acres) :

CWAC9 215, 705, 706, 729, 6 CWACT An 18-inch CMP storm sewer that drains

777 (northeast), CWACY between the 207A and 207C Solar Ponds
779, 782, 928, 966 and daylights on the hillside just north of the
Solar Ponds '
CWACS 788, Solar Ponds 10 Infiltration/ITS | Not hydrologically connected to Industrial Area
207A, 207B, 207C drainage patterns. Precipitation falling in

subbasin CWACS is collected and sent to the
Building 374 treatment facility.

CWAC7 NONE , 8 ITS The portion of CWACT upgradient from the ITS
flows into the ITS.

Notes:

CMP = corrugated metal pipe
ITS = Interceptor Trench System
PCB = polychlorinated biphenyl
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J location and data quality of previously collected samples;
- o location of proposed sampling efforts under other RFETS programs; and
. location of areas of sediment accumulation and/or standing water.

Each of the seven major drainage basins (Plate 1) was inventoried for the THSSs that they
contained, and the potential for either sheet wash or leaching and near-surface advective
transport was evaluated. Because there are more than 200 IHSSs, virtually all of the surface
* drainage structures have at least the potential for contamination of sedimenf and surface-

water. Thus, this evaluation was not an effective screening tool.

The second criterion was a review of the data collected during previous sarﬂpling campaigns.
One of the DQOs for this sampling campaign is to provide data that can be used for
quantitative risk assessments. This criterion requires that any data used have sufficiently low
detection limits to meet the appropriate hazard levels. Virtually none of the historical
sampling efforts were planned or executed with the objective of providing data for a
quantitative baseline risk assessment. Therefore, thefe is a considerable spread on the
reported detection limits and the levels to which the data were validated. This criterion did
not allow the elimination of any potential sediment-sampling sites. However, it did lead to
the removal from the QU12 program of several surface-water sampling sites that are part of
the EG&G quarterly monitoring program and have DQOs consistent with the proposed OU12
surface-water sampling program. Because this effort focuses on extreme moisture
conditions, the choice of sampling times may not coincide with RFETS regular quarterly
sampling. If the events coincide, the appropriate data from the quarterly sampling campaign
will be used and will not duplicate the effort.
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The last criterion was an evaluation of the locations that have been proposed for surface-
water or sediment sampling under other RFETS programs. Currently, there are three
proposed sampling campaigns. The first is the OU13 sediment sampling plan-to be
conducted along the course of the Central Avenue Ditch and out to the confluence of the
ditch with South Walnut Creek. A second series of samples will be collected during the
characterization of QU4 for the Phase II RI, which is not a part of this investigation. The
third sampling effort consists of the foundation drains that are proposed for sampling as part
of the OUS RFI/RL. Because the OU13 sampling is not scheduled until fiscal year 1996, it
is possible that the OU13 sampling will be incorporated into the OU12 sampling effort
(EG&G 1994¢). A total of 30 percent of the proposed sampling locations were planned and
funded under existiﬁg sampling and monitoring programs. In addition to these proposed OU
sampling programs, outfalls were selected for incorporation into this proposed surface-water
and sediment sampling program using information from the evaluation of building sumps and
footing drains summarized in the OU8 Technical Memorandum (EG&G 1994c).

Selection of the actual sampling sites was accomplished during a series of walks along the

various flow paths through the individual basins. Particular attention was paid to locations

identified in the Rocky Flats Plant Drainage and Flood Control Master Plan (EG&G 1992g)

as being undersized for a 100-year recurrence interval, six-hour storm event. At these
locations, areas that would be flooded as a result of drainage system overflow were included

for sampling.
4.3 TECHNICAL SAMPLING APPROACH

The nature of the pathways in which surface-water collects and migrates (i.e., along channels
and other topographic depressions) requires a focused sampling strategy to generate
representative samples. The collection of both surface-water and sediment samples will be

confined to the thalweg of the pathway channels. In the case of building foundation drains,
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the samples will be collected in the immediate vicinity of the outfall. Where samples are
collected from the same drainage, sampling will progress from downstream toward upstream
locations to minimize cross contamination. During the site reconnaissance, particular
attention was paid to the areas where sediments would collect over the long term and to
location accessibility. Examples of these locations are changes in slope along a drainage,
upstream ends of culverts, and areas of over-bank flow in the vicinity of undersized

stormwater conveyance structures.

The focus of this investigation is on surficial sediments and surface water. The collection
of surface water is simply a matter of adjusting the collection method for the flow
conditions, e.g., low-flow sampling as described in RFETS standard operating procedure
(SOP) SW.03 (EG&G 1994f). Because the alluvium on RFETS contains some gravel and
cobbles, sediment sampling is more complex. Generally, the majority of hazardous
constituents are associated with fine-grained materials, particularly clays and iron and
manganese oxides. Within the drainages at RFETS, most of the sediment left in the channels
after the latest storm event is relatively fine grained. The approach will be to collect bulk
samples from the fine-grained material (sand size or less than 1 millimeter in diameter) along
the course of the channel. The samples will be collected from the top 5 centimeters of
sediment and over a sufficient area along the channel to provide the necessary mass of
sample. The surface layer of sediment will be sampled because this top S-centimeter layer
is most likely to be transported downstream or downwind.

4.4 ANALYTICAL RATIONALE

One objective of the proposed surface-water and sediment sampling'program is to determine
the presence or absence of contamination in these media for future evaluation tasks. Because
contaminants could potentially be transported via these media, the sampling rationale was
developed considering the hydrology of the drainage basins. As described previously, the
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drainage basins constitute the surface-water discharge pathways from the Industrial Area.
Because the chemical handling activities and production operations conducted within the
Industrial Area perimeter were not generally specific to a drainage basin, the proposed
analyses for the surface-water and sediment samples are not specific to a drainage basin. |
Proposed surface-water and sediment samples in each Industrial Area drainage basin will be
analyzed for an identical set of parameters, with one noted exception stated at the end of this

section.

As described in Section 4.2, surface-water and sediment samples will be collected from
speciﬁc. locations in each major drainage basin in the Industrial Area and sent to the
laboratory for analysis. Based on information from the data sources described in Section
2.1, an evaluation was made. to determine potential sources of contaminants of concern in
each drainage basin. Information pertaining to the following was reviewed to evaluate

possible analyte lists for Industrial Area drainage basins:

° CERCLA OUs;

° RCRA storage unit locations;
. PCB areas of concern;
o historical operations and activities; and

o previous surface-water and sediment analytical data.

The potential contaminants of concern associated with IHSSs in portions of the OUs, the
locations of RCRA storage units, and PCB potential areas of concern for each Industrial
Area drainage basin are summarized in Table 4-8. Selected data from previous surface-water
and sediment sampling programs are summarized in Tables 2-5 and 2-6.
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TABLE 4-8

OU12 Field Sampling Plan

Summary of Drainage Basin Contaminants of Concern

in the Industrial Area

ou12

Oou13

oul4

VOLATILE ORGANIC
COMPOUNDS, NITRATES

RADIONUCLIDES,
BERYLLIUM, SOLVENTS,
HEXAVALENT
CHROMIUM, METALS,
ACIDS

RADIONUCLIDES,
NITRATES, FUEL OIL,
BERYLLIUM, BASES,
HYDROGEN PEROXIDE,
SOLVENTS

RADIONUCLIDES,
COOLANTS, SOLVENTS,
VOLATILE ORGANIC
COMPOUNDS, BERYLLIUM

Page 1 of §
Drainage Operable Potential Contaminants of RCRA Unit PCB PAC
Basin Units Concern (a) Locations NO.
ou2 RADIONUCLIDES, Building 444 400-800
BERYLLIUM, SOLVENTS, 600-1000
ORGANIC LIQUIDS, Building 884 - 600-1002
INORGANICS : 600-1003
904 Pad 800-1209
ous SOLVENTS AND 800-1210
RADIONUCLIDES Building 447
ou9 RADIONUCLIDES, ACIDS, Building 889
BASES, NITRATES,
HEXAVALENT Building 428
CHROMIUM, METALS,
PHOSPHATES, SOLVENTS Building 866
ou10 FUEL OIL, ACIDS, Building 123
METALS,
RADIONUCLIDES, Building 865
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TABLE 4-8

‘ OU12 Field Sampling Plan
Summary of Drainage Basin Contaminants of Concern

in the Industrial Area

Page 2 of §
Drainage Operable Potential Contaminants of RCRA Unit PCB PAC
Basin Units Concern (a) Locations NO.
ou6 RADIONUCLIDES Building 750 500-901
500-904
ouUs SOLVENTS, . Building 561 500-905
RADIONUCLIDES, : 700-1103
BERYLLIUM Building 980 700-1104
A 700-1111
ou9 RADIONUCLIDES, Tent 1 900-1306
PROCESS WASTE
_ 750 Pad
0oU10 WASTE OILS, SOLVENTS,
PAINTS, RADIONUCLIDES, | Building 569
VOLATILE ORGANIC
COMPOUNDS, NITRATES Building 707
ou13 RADIONUCLIDES, Building 991
METALS, BERYLLIUM,
. SOLVENTS, ACIDS Building 777
ou14 RADIONUCLIDES, Building 528
PROCESS WASTE
ouU16 SOLVENTS, ETHYLENE
GLYCOL,
_ RADIONUCLIDES, PCBS
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TABLE 4-8

OU12 Field Sampling Plan
Summary of Drainage Basin Contaminants of Concern
in the Industrial Area
Page3 of 5
Drainage Operable Potential Contaminants of RCRA Unit PCB PAC
Basin Units Concern (a) Locations NO.
3 ovus ¢ RADIONUCLIDES Building 331 300-708
300-702
| OUs8 SOLVENTS, PHOSPHATES, | Building 561 100-607
RADIONUCLIDES, BASES, ' 300-709
PROCESS WASTE, ACIDS, Building 776 500-900
METALS 500-902
| Building 374 700-1102
ouU9 .RADIONUCLIDES, 700-1112
ORGANICS, PROCESS Building 732 700-1105
WASTE, INORGANICS
' Building 774
ou10 METALS, OILS,
SOLVENTS, Building 371
RADIONUCLIDES,
COOLANTS Building 771
oU13 RADIONUCLIDES, OILS, Building 559
METALS, GASOLINE,
DIESEL, PROCESS WASTE Building 777
Building 779
oul4 RADIONUCLIDES,
PROCESS WASTE
ou1s RADIONUCLIDES,
SOLVENTS
4 ou7 RADIONUCLIDES, OILS, None identified 100-608
SOLVENTS, PCBS '
oulo RADIONUCLIDES, OILS,
SOLVENTS, METALS
oul1 NITRATES, VOLATILE
ORGANIC COMPOUNDS,
RADIONUCLIDES
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TABLE 4-8

‘ OU12 Field Sampling Plan
- Summary of Drainage Basin Contaminants of Concern

in the Industrial Area

Page 4 of 5
Drainage -| Operable Potential Contaminants of | RCRA Unit PCB PAC
Basin Units Concern (a) Locations NO. :
.ou1 FUEL OLL, DIESEL, Building 444 400-116.1
RADIONUCLIDES, 400-801
METALS, SOLVENTS, Building 447 800-1207
NITRATES 800-1208 .
Building 460 800-1211
ouU2 RADIONUCLIDES, OILS, .
SOLVENTS, METALS 903 Pad
ous RADIONUCLIDES, OILS, Building 664
SOLVENTS, PCBS
Building 881
ou6 ' RADIONUCLIDES
Building 883
ou10 RADIONUCLIDES, OILS,
SOLVENTS, PAINTS, Building 952
ACIDS, CYANIDE
- Building 887

oul12 . RADIONUCLIDES, PCBS,
BERYLLIUM, SOLVENTS, Building
METALS, HEXAVALENT
CHROMIUM

oul4 RADIONUCLIDES, OILS,
SOLVENTS, PROCESS
WASTE

ou1s
RADIONUCLIDES,
VOLATILE ORGANICS,
SOLVENTS, LABORATORY
WASTE

ous RADIONUCLIDES None identified None
identified
ou9 PROCESS WASTE '

0ou10 RADIONUCLIDES, OILS,
METALS, VOLATILE
ORGANIC COMPOUNDS,
NITRATES
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TABLE 4-8

OU12 Field Sampling Plan
Summary of Drainage Basin Contaminants of Concern

in the Industrial Area

Page Sof 5
Drainage Operable Potential Contaminants of RCRA Unit PCB PAC
Basin Units Concern (a) Locations NO.
ouUs " RADIONUCLIDES, METALS | Building 788 None
» identified
ou9 PROCESS WASTE, Building 777
: RADIONUCLIDES,
NITRATES, ACIDS Solar Pond Surge
Tanks
Building 910
Building 779

Note:

I

(a)

- PAC
PCB
RCRA

wp\flats\oul 2\techmem\table.4-8 (wpf) December 28, 1994

Contaminants that may have been associated with activities at Individual Hazardous Substance Sites
(THSSs) within each Operable Unit (OU)
Potential Area of Concern
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Resource Conservation and Recovery Act

20 of 22

Final -




/

a2
\\9“\

1'%

. v
Rocky Flats Environmental Technology Site Manual: RFP//ER-94-00048
Operable Unit No. 12 Section: 4 (Rev. 0)
Technical Memorandum No. 1 Page: o 21 of 22
Field Sampling Plan : Effective Date: . . : S
Organization: Environmental Management

Based on the information presented in Table 4-8, the following list of analytes for both
Industrial Area surface-water and sediment samples for each drainage basin was identified: .

° total radionuclides;

. Contract Laboratory Program (CLP) total metals;
. VOCs; |

. hexavalent chromium (sediment); and

° major cations and anions (surface-water).

Because the sediment samples will have been transported over 1and via either sheet wash or _
wind, it is not expected that significant concentrations of VOCs will be found. However,

because of their widespread use, it is necessary to analyze for them.

The data for analytes detected in previous surface-water and sediment samples are
summarized in Appendices A and B. The following analyses were also included for
‘proposed Industrial Area samples in each drainage basin: |

. SVOCs;
. PCBs; and
o organochlorine pesticides.

A review of previous operations and activities identified an area previously used as a
herbicide mixing and storage area located in Drainage Basin 3. Because of these previous
activities, one proposed surface-water and sediment sampling location from Drainage Basin
3, doWnstream of the herbicide area, will be analyzed for herbicides in addition to the
analyses listed above.
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Fate and transport considerations for the proposed analytical parameters were also evaluated.
Many of the contaminants of concern associated with the Industrial Area are either very
volatile, soluble in water, or insoluble in water. Because the objective of the sampling
program is to determine the presence or absence of contamination, analytical parameters are
proposed for both surface-water and sediment, regardless of the solubility or volatility of the
contaminants. The results of these analyses will be evaluated to assess fate and transport

mechanisms.
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5.0 SAMPLE COLLECTION AND ANALYSIS

The following sections provide a description of the proposed surface-water and sediment
sampling locaﬁons; the types and frequency of sample collection; the equipment and
procedures that will be used to collect the samples; the sample handling and documentation
procedures; and the analytical requirements. Sampling locations, sample types and
frequency, and analytical requirements are based on the rationale presented in Section 4.0.

5.1 SAMPLING LOCATION AND FREQUENCY

The rationale for the selection of sampling locations is presented in the previous section.
These locations are plotted on Plate 2. The sampling frequency will be different for the two
media. Sample types and locations are summarized in Table 5-1. Since the inception of this
project, it has been learned that the major drainage ditches within the Industrial Area are
scheduled for clean-out during the early spring of 1995. This has placed an additional
constraint on this sampling campaign, i.e., sediment samples must be collected from areas
to be cleaned before the cleaning occurs. This process will require that many of the
sediment samples be collected in February 1995 when the ground may be frozen. At those
locations, available surface water will be collected at the time the sediment samples are
collected. It is possible that the ground at these locations will be frozen and that it will not
be possible to collect water samples. Therefore, these locations will be reoccupied in the

spring (wet season) and the late summer
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TABLE 5-1

OU12 Field Sampling Plan
Sample Types and Locations

Page 1 of 13
Sample Sample Location
Designation Type Location OU/IHSS Rationale
]
DRAINAGE BASIN 1 l
|
1-1 Sediment Inlet to S-1020 None Head of drainage basin 1; relatively W
’ uncontaminated sediment.
1-2 Sediment Inlet to C-62 None Central Avenue ditch between IHSSs 148 and
129; determine contribution from [HSS 148.
1-3 Sediment “Outlet to C-62 13/191 Central Avenue ditch below IHSSs 129 and
. 191; determine contribution of contamination
from IHSSs 129 and 191.
14 Sediment Inlet to C-19 12/157.2 Head of ditch draining 400 area buildings;
determine contaminants contributed by
Building 460.
1-5 Sediment Inlet to S-1015 12/157.2 400 area ditch above confluence of ditch
draining OU12; determine contributions from
IHSS 182 and 400 area buildings.
1-6 Sediment/Surface Water | Inlet to C-18 12/189 and Mouth of QU 12 drainage ditch; determine
12/157.2 contributions from IHSSs 116.2, 136.2, and
189.
1-7 Sediment Inlet to C-68 8/172 and 13/190 | Central Avenue ditch near middle of IHSS
152; determine contribution from IHSSs 193
and 152.
1-8 Sediment Qutlet to C-9 14/160 Head of ditch draining IHSS 160; determine
sediment quality at upper edge of IHSS 160.
1-9 Sediment Inlet to C-15 14/160 Sediment collection area at downstream edge
of IHSS 160; determine contaminant
contribution from IHSS 160.
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TABLE 5-1
OU12 Field Sampling Plan
Sample Types and Locations
Page 2 of 13

Sample _ Sample Location
Designation Type ~ Location OU/IHSS Rationale

1-10 Sediment Outlet to |C-M 14/160 Ditch east of IHSS 160; determine potential
' windblown contamination from IHSS 160.

1-11 Sediment Inlet to S-1013 13/117.3 Sediment collection area for ditches draining
OU12 and IHSSs 152, 160, and 117.3;
determine contamination contributed by
aforementioned IHSS.

1-12 Sediment Inlet to S-1036 8/172 and 13/190 | Central Avenue ditch near downstream edge
of IHSS 152; determine total contamination
contribution from THSS 152.

1-13 Sediment Inlet to C-70 8/172 and 13/190 | Central Avenue ditch in the vicinity of IHSS

117.3; determine contribution from IHSS
117.3.

1-14 Sediment Inlet to C-149 14/162 Sedimentation location for ditch draining -
' THSS 162; determine contribution from IHSS
162.

1-15 Sediment Inlet to C-71 8/172 and 13/190 | Central Avenue ditch above confluence with
: ditch draining IHSS 162; determine
contamination contribution from IHSS 190,

1-16 Sediment Central Avenue Ditch between S- 13/190 Central Avenue ditch adjacent to IHSS 164.3;

1011 and C-83 determine contamination contribution from
THSS 164.3.

1-17 Sediment Inlet to C-146 None Drainage from parking area south of IHSS
: 164.3; determine contribution of
contamination from [HSS 164.3
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TABLE 5-1

OU12 Field Sampling Plan
Sample Types and Locations

Page 3 of 13

Sample
Designation

Type

Location

OU/IHSS

1-18

Sediment

Inlet to C-144 .

None

Sample Location
Rationale

Sediment collection location in ditch draining
central 800 area; determine contribution of
contamination from central 800 area.

1-19

Sediment

Central Avenue Ditch between C-
83 and C-84

13/190

Central Avenue ditch below confluence with
central 800 area ditch; determine total
contamination associated with sediment at this
focation.

1-20

Sediment

Outlet to C-92

None

Surface water ponding area south of Building
865; determine contamination contribution
from vicinity of Building 865.

1-21

Sediment

"Depression between Buildings 865

and 886

None

Drainage ditch west of IHSS 164.2; determine
contamination contribution from IHSS 164.2.

. 122

Sediment

Outlet to C-142

13/190

Central Avenue ditch at confluence with
northern drainage from IHSS 164.2;
determine the contaminants contributed by
THSS 164.2.

1-23

Sediment

Inlet to C-89

None

Head of drainage near subcontractor yard;
determine contamination near boundary of
basins 1 and 5.

1-24

Sediment

Inlet to C-86

13/190

Central Avenue ditch above confluence with
subcontractors yard drainage; determine total
sediment contamination before addition of

material from vicinity of subcontractor yard.

Sediment

Inlet to S-1005

8/172 and 13/190

Mouth of subcontractor yard ditch; determine
total contribution of contamination from
vicinity of subcontractor yard.
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TABLE §-1 |

OU12 Field Sampling Plan
Sample Types and Locations

Page 4 of 13
Sample } Sample Location
Designation Type Location OU/IHSS . Rationale

1-26 Sediment/Surface Water Inlet to C-95 13/190 Central Avenue ditch in vicinity of IHSS 213;
determine contaminant contribution from
THSS 213.

DRAINAGE BASIN 1 (continued)

1-27 Sediment Inlet to C-97 13/190 Central Avenue ditch north of I[HSS 112;
determine contaminants contributed by THSS
112,

1-28 Sediment Inlet to C-136 ’ 13/190 Central Avenue ditch near IHSSs 108, 113,

- and 153; determine contaminants contributed

by these IHSS.

1-29 Sediment Inlet to C-107 13/190 Overflow ditch from Central Avenue ditch;

determine whether sediment contamination has
been spread during storm overflow events.

1-30 Sediment , Inlet to C-10 12/157.2 Drainage from vicinity of Buildings 444 and
450; determine contaminants contributed in
the vicinity of Buildings 444 and 450.

NB: A maximum of five additional surface water samples will be collected at sediment sampling locations if water is present.

DRAINAGE BASIN 2

2-1 Sediment Inlet to C-60 None Drainage ditch on north side of Central

: Avenue near IHSSs 134(S) and 156.1;
determine contaminants contributed by IHSSs
134(S) and 156.1.

22 Sediment Inlet to C-74 13/117.2 Storm drain near IHSSs 158 and 117.2;

determine contaminant contributions from
JHSSs 158 & 117.2. -
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' TABLE 5-1
OU12 Field Sampling Plan

Sample Types and Locations
Page S of 13

Sample Sample Location
Designation Type Location OU/IHSS Rationale
p— ‘—_—_———_‘_——-—-——-———__——F
23 Sediment Inlet to S-1037 None Drainage ditch near IHSS 169; determine

' ' contaminant contribution from IHSS 169.

2-4 Sediment Qutlet of C-77 None Drainage ditch along PA security zone above
confluence with northemn Central Avenue
ditch; determine contaminant contributions
from IHSSs 117.1, 117.2, 158, and 169.

2-5 | Sediment | Inlet to C-76 8/172 - | North Central Avenue ditch near divergence
from Central Avenue; determine total
contaminant contribution from North Central
Avenue ditch.

2-6 Sediment Inlet to C-80 . None Sediment collection area within drainage from
RCRA materials storage facility; determine
contaminant contribution from this facility.

21 Sediment Depression on south side of None Stormwater ponding area near PCB-
Building 708 contaminated transformer pad; determine
contaminant contributions near transformer

pad.

2-8 Sediment - Ditch on south side of Protected 8/123.1 Drainage ditch on south side of PA boundary
Area Perimeter Road road; determine contaminants near abandoned
" | industrial wastewater transfer line.

2-9 Sediment Confluence of ED-1, C-138, and ' None Sediment basin at confluence of drainages for
EE-5 southwestern area of PA; determine the

: contaminant contributions from the
southwestern PA.

2-10 Sediment Inlet to C-82 None PA boundary ditch near IHSS 147.1;

determine contaminants contributed by [HSS
147.1.
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TABLE 5-1

OU12 Field Sampling Plan
Sample Types and Locations

Page 6 of 13

Sample

2-11

Designation
O T—

Type

Location

Sediment/Surface Water

Inlet to BB-7

None

OU/IHSS

Sample Location
Rationale

P

A boundary ditch at point where stream
enters buried stormwater transfer system;
determine total contaminant load from
southwestern area of PA.

2-12

Sediment

Below outlet of S-2014

None

Drainage from hillside below Building 997;
determine contaminant contributions from the
hillside below Building 997.

2-13

Sediment/Surface Water

Outlet of EE-1

None

South Walnut Creek below confluence with
ditches draining hillsides; determine total
contaminant load from upper PA.

2-14

Sediment

South drainage into EE-1

None

Mouth of ditch draining hillside south of
South Walnut Creek; determine contaminant
contributions from hillside south of South
Walnut Creek.

Sediment/Surface Water

Seep on north facing hillside

None

Seep on hillside south of South Walnut Creek;
determine contamination accumulated in
sediment and carried by water from seep.

Sediment/Surféce Water

Inlet to AA-8

None

Upper wetland of South Walnut Creek;
determine contamination accumulated in
sediment and water in the wetland.

Sediment/Surface Water

Wetlands in vicinity of S-2016

None

Wetland near Building 991; determine
contamination contributed by IHSSs 173 and
184 and accumulated in the wetland.

Sediment

Outlet of C-112

None

Drainage ditch draining hillside on north side
of South Walnut Creek; determine the
contaminant contribution from storage area
east of the solar ponds.
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TABLE 5-1

OU12 Field Sampling Plan
Sample Types and Locations
Page 7 of 13

Sample
Designation Type

Location

2-19 Sediment

Inlet to C-113

OU/IHSS

None

Sample Location
Rationale
—

Mouth of ditch draining hillside on north side
of South Walnut Creek; determine total
contaminant contribution from hillside.

2-20 Sediment/Surface Water

Wetland at AA-2

None

South Walnut Creek; determine the total
contaminant load in South Walnut Creek at
the edge of the Industrial Area.

DRAINAGE BAS

IN3

3-1 Sediment

Inlet to S-1054

None

Near head of tributary to North Walnut
Creek; determine whether contamination has
reached an area generally upwind and
upgradient of the Industrial Area.

3-2 Sediment

Hillside south of storage
pad/parking lot

None

Hillside below reported herbicide storage
area; determine whether there were herbicide
spills within the storage area that migrated
downgradient,

3-3 Sediment/Surface Water

Inlet of C-34

None

Near head of ditch draining northwestern
sector of Industrial Area; determine whether
contaminants have been introduced near
western edge of Industrial Area.

34 Sediment/Surface Water

Inlet of S-1023

None

Western drainage ditch up stream of first
major IHSS; determine background or
baseline contaminant concentrations.

3-5 Sediment

Inlet of C44

13/128

Ditch passing through IHSSs 134(N) and 128;
determine contaminant contributions from

(wpD) h:\wp\flats\oul2\techmem\tabS-1 12/28/94
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TABLE 5-1
OU12 Field Sampling Plan
Sample Types and Locations
Page 8 of 13

Sample
i Designation

Type

3-6

Sediment

|
Inlet of C-57 13/172

Location l OU/IHSS

Sample Location
Rationale

Ditch draining area of IHSSs 156.1, 172, and
181; determine contaminant contributions
from IHSSs 156.1, 172, and 181,

Sediment

Inlet of S-1028

14/156.1

Ditch draining vicinity of THSS 156.1;
determine contaminant contributions from
THSS 156.1.

3-8

Sediment

Inlet of S-2052

13/186

Northwestern Industrial Area drainage ditch;
determine contribution of contaminants from
IHSSs in the vicinity.

Sediment/Surface Water

Seep west of Building 371 (outside None
fence)

Seep in vicinity of Building 371; determine
contamination levels in sediments and seep
water near Building 371.

Sediment

Inlet of KK-5 None

Sediment in vicinity of fuel tanks; determine
whether contamination has been released from
the fuel tanks. i

Sediment

Ditch south of road None

PA perimeter road ditch; determine whether
contamination has migrated down to the
perimeter road ditch.

3-12

Sediment/Surface Water

Near SW-118 None

Upper, wetland within Industrial Area on
North Walnut Creek; determine contaminant
accumulation in the upper wetland within the
Industrial Area.

Sediment

Inlet to C-50 None

Ditch draining area around Building 371;
determine contribution of contaminants from
vicinity of Building 371.

(wph) h:\wp\flats\ou12\techmem\tabS-1 12/28/94
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TABLE §-1

OU12 Field Sampling Plan
Sample Types and Locations

Page 9 of 13

Sample
Designation Type

3-14 Sediment

- Location

Inlet to S-2026

OU/IHSS

None

Sample Location
Rationale

Ditch on south side of perimeter road;
determine whether contamination is present in
sediments adjacent to security exclusion zone.

3-15 Sediment/Surface Water

Wetland around substation

None

Wetland formed by seeps in vicinity of
electrical substation; determine contaminant
contributions from Building 371 and
substation and their accumulation in the
wetland.

3-16 Sediment/Surface Water

Wetland at inlet of JC-3

None

Wetland upgradient of IHSS 143; determine
contaminant contributions of areas upgradient
of the wetland and accumulation of
contaminants within the wetland.

3-17 Sediment

Ditch on north side of Protected
Area perimeter road

None

PA perimeter road ditch; determine

contamination contributions upstream of IHSS
143,

3-18 Sediment/Surface Water

Wetland to west of north portal

None

North Walnut Creek; determine accumulation
of contaminants in small wetland along North
Walnut Creek.

3-19 Sediment

Inlet to JD-1

None

Ditch draining area of IHSSs 172, 126.1, and
126.2; determine contaminant contributions
from IHSSs 172, 126.1, and 126.2.

3-20 Sediment/Surface Water

Wetland at outlet of C-120

None

Ditch draining area of Buildings 771 and 774;
determine contaminant contributions from
foundation drains for Buildings 771 and 774.
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TABLE $5-1

OU12 Field Sampling Plan
Sample Types and Locations

Page 10 of 13

Sample
Designation

Type

Location

OU/IHSS

Sample Location
Rationale

3-21

Sediment/Surface Water

Wetland at inlet to C-117

None

Ditch draining area around Buildings 771 and
774 and area below north interceptor trench;
determine the total contaminant load at mouth
of the ditch.

3-22

Sediment

Outlet of GA-1

None

Drainage ditch adjacent to Building 559;
determine contaminant contributions from
JTHSSs 117.1 and 197.

3-23

Sediment/Surface Water

Wetland at outlet of GG-1

None

Seep on hillside below Building 559;
determine contamination accumulation in seep
sediments and waters.

3-24

Sediment/Surface Water

Wetland at power poles

None

Second seep on hillside below Building 559;
same as 3-23.

Sediment

Outlet of C-124

None

Ditch draining hillside in vicinity of Buildings
566 and 575; determine contaminant
contributions from hillside.

3-26

Sediment

Inlet of C-122

None

Roadside ditch draining area between

-Buildings 771 and 776; determine

contaminants contributed by activities in large
area between buildings.

3-27

Sediment

Outlet of propane storage pad

None

Area west of solar evaporation ponds;
determine contamination contributed to
sediments in area of ponds.

3-28

Sediment/Surface Water

Outlet of Building 771/774 floor
drains

8/172

Outlet of Building 771 foundation drain;
determine contaminants contributed by
foundation drain. '

'
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TABLE 5-1

OU12 Field Sampling Plan
Sample Types and Locations
Page 11 of 13

Sample

t
3-29

Designation

Sediment/Surface Water

Type I Location

OU/IHSS

Location of SW(093

——

None

Sample Location
Rationale
e

North Walnut Creek; determine total
contaminant load to the creek at northern
boundary of Industrial Area.

3-30

Sediment

Outlet of Building 371 roof drains

None

Sediment near western egress of Building
371; determine contaminants contributed by
operations at Building 371.

DRAINAGE BAS

IN 4

4-1

Sediment/Surface Water

Inlet of C-31

None

West diversion ditch; determine contaminants
contributed to the west diversion ditch at
closest point to the Industrial Area.

DRAINAGE BAS

INS

5-1

Sediment/Surface Water

Outfall of YY-1 and WW-1
collection

None

South interceptor ditch at edge of IHSS-115;
determine contaminants contributed by IHSSs
196 and 115.

5-2

Sediment

Outfall of PP-1

None

Drainage from vicihity of Building 664;
determine contaminants contributed to south
interceptor ditch via this pathway.

5-3

Sediment

Outfall of OO-1

None

Drains from Building 850; determine
contaminants contributed by Building 850
drains.

5-4

Sediment

Outfall of NN-1

None

Ditch from vicinity of Building 850;
determine contaminants contributed from this
area.

5-5

Sediment

Inlet of C-142

None

Drainage from west side of Building 881;
determine contaminants contributed from
IHSSs in the vicinity of Building 881,

(wpf) h:\wp\flatstoul 2\techmem\tab$-1 12/28/94
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TABLE 5-1

OU12 Field. Sampling Plan
Sample Types and Locations
Page 12 of 13

Sample

Designation Type

Sediment

5-6

Location

OU/IHSS

Sample Location
Rationale

]

Inlet of S-1072

None

|
Drainage between Buildings 881 and 883;

determine contaminants in vicinity of
Buildings 881 and 883 that would be
susceptible to sheet wash.

Sediment/Surface Water

Outlet of MM-1 (wetland)

None

Ditch draining east side of Building 881;
determine contaminants that were contributed
by IHSSs 177 and 103.

5-8 Sediment

Qutlet of C-5

None

Drainage along road in vicinity of IHSSs 103,
104, and 130; determine contaminants that
were contributed by IHSSs 103, 104, and
130. '

Sediment/Surface Water

SID below Pad 904

None

South interceptor ditch; determine
contaminants that were contributed from
upstream IHSSs.

DRAINAGE BAS

IN6

6-1 Sediment

Inlet of C-115

None

Tributary to North Walnut Creek; determine
contaminants contributed by north end of

storage area located to the east of the solar |
evaporation ponds.

DRAINAGE BAS

IN7

7-1 Sediment

About 300 feet from the west end
of interceptor trench (N 1/3)

None

North infiltration ditch; determine

contaminants that have collected at western
end of ditch.

12 Sediment

Below outlet of DDD-1

None

Drainage from area between solar evaporation
ponds; determine contaminants in sediments
between ponds and interceptor ditch.
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TABLE §-1
OU12 Field Sampling Plan
Sample Types and Locations
Page 13 of 13

Sample Sample Location
Designation Type Location OU/IHSS Rationale
’ I .
7-3 Sediment Interceptor trench below large _ None North infiltration ditch; determine
Solar Pond contaminants that have collected in central
portion of ditch.
7-4 Sediment ) Interceptor trench below eastern None North infiltration ditch; determine
Solar Ponds contaminants that have collected in eastern
portion of ditch.
Notes:
C = culvert

IHSS = Individual Hazardous Substance Site
PA = Protected Area
PCB = polychlorinated byphenyl
RCRA = Resource Conservation and Recovery Act
S = surface ditch or culvert

Stormwater control structure designations and locations are plotted on Plate 3. (Wright Water Engineers 1993.)

|

|

(wpl) h:\wp\flats\ou12\techmem\tab5-1 12/28/94 Final ‘
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: Organization: Environmental Management

(dry season) for the collection of surface-water samples. If it proves to be possible to collect
water during the February sediment sampling, we will have three analytical data sets for

surface water; one in equilibrium with the sediment, one during the wet season, and one

during the dry season.

The two surface-water sampling events allow determination of the effects of wet- and dry-
flow conditions or the onset of a source whose flow is intermittent. The first set of samples
will be the most extensive. It will be collected in the spring after the first sustained thaw.
The intermittent streams, wetlands, and sclected foundation drains will be sampled. The
second set of samples will be collected in the late summer when the wetlands are at low flow
and the intermittent streams and many of the building foundation drains are dry. These data
will allow checking of the seasonal variability of the water quality without duplicating the
efforts of the EG&G Surface Water Group.

5.2 SAMPLING EQUIPMENT AND PROCEDURES

All sediment and surface-water samples will be collected in accordance with currently
approved SOPs contained within the EG&G Environmental Management Division Manual
(5-21000-OPS) (EG&G 1994f). Of particular importance for the collection of surface-water

samples are the following SOPs:

e SOP SW.01, Surface Water Data Collection Activities;

e SOP SW.02, Field Measurement of Surface Water Parameters;

e SOP SW.03, Surface Water Sampling;

e SOP SW.08, Pond Sampling;

o SOP SW.09, Industrial Effluent and Pond Discharge Sampling; and
e SOP SW.15, River and Ditch Sampling.
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The SOP that applies specifically to the collection of sediments is the following:
e SOP SW.06, Sediment Sampling.

The SOPs that apply to both surface-water and sediment sampling activities are the

following:
e SOP FO.03, General Equipment Decontamination;

e SOP FO.07, Handling of Decontamination Water and Wash Water;

e SOP FO.10, Receiving, Labeling, and Handling Environmental Materials Containers;

and

e SOP FO.13, Containerizing, Preserving, Handling, and Shipping of Soil and Water
- Samples.

5.2.1 Surface-Water Sampling

The appropriate equipment and instrumentation are specified in each of the above SOPs. As

discussed previously, the focus of this effort will be to collect surface water from the various
drainage pathways and ponding areas. It is anticipated that the surface-water bodies along
most of the drainages will be little more than seeps. Therefore, of particular importance are
the specifications in SOP SW.03, Surface Water Sampling, for sampling under low-flow
conditions. Surface-water samples will be collected using Teflon® or stainless-steel beakers
attached to handles of an appropriaté length to reach the area of maximum flow. Seeps or
marshes will be sampled by installing a stainless-steel bow! slightly below water level and
collecting the sample from the bowl after the sediment has an opportunity to settle.
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Field measurements 6f temperature, pH, alkalinity, dissolved oxygen, and conductivity will
be made in accordance with the specifications in SOP SW.02, Field Measurement of Surface
Water Parameters, which specifies that (1) temperature will be measured with a
thermocouple that can be traced to a National Bureau of Standards (NBS) standard, (2) pH
will be measured with a Hach One® pH meter or equivalent, (3) alkalinity will be measured
with a Hach Digital Titrator® or equivalent, (4) dissolved oxygen will be measured with
either a Yellow Springs Instrument (YSI) dissolved-oxygen meter or equivalent or a Hach
DREL 2000® spectrophotometer or equivalent, and (5) conductivity will be measured with
a Hach 44600® conductivity meter or equivalent.

5.2.2 Sediment Sampling

The appropriate equipment and instrumentation are specified in the SOPs noted above.
Because the sediment samples will be collected along the courses of stormwater control
structures and in areas of stormwater overflow and only surface samples are of interest, it
is anticipated that all of the sediments will be relatively fine grained. Therefore, it will not

" be necessary to sieve the samples. The major implements to be used in sediment sample
collection are stainless-steel scoops and spoons and stainless-steel pans or bowls. Vegetation
will be removed by hand sorting.

Selected sediment samples collected from the drainage ditches will be moist. To ensure the
collection of a homogeneous sample for analysis, the procedures outlined in SOP SW.06,
Sedimeﬁt Sampling, will be followed. The only sample fraction that will not be mixed before
collection will be those collected for analyses of VOCs. The sediment samples will be
handled, preserved, labeled, and shipped in accordance with EPA protocols and RFETS
SOPs.
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5.3 SAMPLE ANALYSES

This section describes the sample handling procedures and analytical program for proposed
surface-water and sediment samples collected in the Industrial Area. It also presents
requirements for sample designations, analyses, sample containers and preservation, and

sample handling and documentation.

5.3.1 Sample Designation

All sediment and surface-water sample designations generated for this program will conform
to the input requirements of RFEDS. Each sample designation will contain a nine-character

sample number consisting of a two-letter prefix identifying ;he sample medium (e.g., SE for

sediment samples), a unique five-digit numbelj, and a two-letter suffix identifying the
contractor. One sample number will be required for each sample generated, including each
quality control (QC) sample.

5.3.2 Analytical Requirements

The proposed EPA Level IV analytical methods from the General Radiochemistry and
Routine Analytical Services Protocol (GRRASP) (EG&G 1994g) for the surface-water and
sediment samples are presented in Tables 5-2 through 5-8. The lists of analytes have been
identified for the Industrial Area based on the analytical rationale presented in Section 4.4.
The contract-required detection limits (CRDL) for the metals analysis are presented in Table
5-2. These limits of detection are identical to those specified in the GRRASP (EG&G
1994g) and the EPA SOW for inorganic analysis (ILMO3.0). For metals analysis, the
. CRDLs for all analytes are verified on each instrument by routinely establishing instrument

detection limits (IDLs). However, the detection limits for samples may be considerably

higher depending on the sample matrix. For organic analyses, the contract-required
quantitation limits (CRQL) are presented in Tables 5-3 and 54. These quantitation limits
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TABLE 5-2
OU12 Field Sampling Plan

Analytical Parameters and Contract-Required Detection Limits (CRDL)

for Surface-Water and Sediment Samples
Metals
‘Page 1 of 2

Target Analyte List Metals By EPA-CLP SOW (LMO}.O)

(ug/D) (mg/kg)
Aluminum 200 40
Antimony 60 12
Arsenic (a) 10 2
Barium 200 40
Beryllium (a) 5 1.0
Cadmium 5 1.0
Calcium 5000 1000
Chromium 10 2.0
Cobalt 50 10
Copper 25 5.0
Cyanide 10 10
Iron 100 20
Lead 5 1.0
Magnesium 5000 1000
Manganese 15 3.0
Mercury 0.2 0.2
Nickel 40 8.0
Potassium 5000 1000
Selenium 5 1.0
Silver 10 2.0
Sodium 5000 1000
Thallium 10 2.0
Vanadium 50 10.0
Zinc 20 4.0
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TABLE 5-2
OU12 Field Sampling Plan

Analytical Parameters and Contract-Required Detection Limits (CRDL)

for Surface-Water and Sediment Samples

Metals -
‘Page 2 of 2
Non-Target Analyte List Metals By EPA-CLP SOW (IL.MO03.0) (ug/h (mg/kg)
Cesium 1000 200
Lithium 100 20
Molybdenum 200 40
Silicon 100 NA
Strontium 200 40
Tin 200 40
hromium VI (Hexavalent Cr) By Method SW719 ' wg/L mg/kg
Chromium VI 20 0.10
. Notes:
CLP = Contract Laboratory Program SOW = Statement of Work
EPA = U.S. Environmental Protection Agency ug/l = micrograms per liter
mg/kg = milligrams per kilogram
(wpS1) flats\ow1 2itochmem\bI5-2.41 December 28, 1994 Final
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TABLE 5-3
OU12 Field Sampling Plan

Analytxcal Parameters and Contract-Required Quantitation Limits (CRQL)

for Surface-Water and Sediment Samples
Target Compound List Volatiles

mg/kg = milligrams per kilogram

21 of 29

Target Compound List Volatiles by EPA-CLP SOW (OLM01.8) e | (melk
Chloromethane
Bromomethane 10 10
Vinyl Chloride (a) 10 10
Chloroethane 10 10
Methylene Chlonde 10 10
Acetone 10 10
"Carbon Disulfide 10 10
1,1-Dichloroethene(a) 10 10
1,1-Dichloroethane 10 10
1,2-Dichloroethene (Total) 10 10
Chloroform(a) 10 10
1,2-Dichloroethane(a) 10 10
2-Butanone 10 10
1,1,1-Trichloroethane(a) ~ 10 10
Carbon Tetrachloride(a) 10 10
Bromodichloromethane(a) 10 10
1,2-Dichloropropane(a) 10 10
cis-1,3-Dichloropropene(a) 10 10
Trichloroethene(a) 10 10
Dibromochloromethane(a) 10 10
1,1,2-Trichloroethane 10 10
Benzene(a) 10 10
trans-1,3-Dichloropropene(a) 10 10
Bromoform(a) 10 10
4-Methyl-2-pentanone 10 10
2-Hexanone 10 10
Tetrachloroethene(a) 10 10
Toluene 10 10
1,1,2,2-Tetrachloroethane(a) 10 10
Chlorobenzene 10 10
Ethylbenzene 10 10
Styrene 10 10
Total Xylenes 10 10
10 10
Notes:
CLP = Contract Laboratory Program SOW = Statement of Work
EPA = U.S. Environmental Protection Agency ug/l = micrograms per liter

Final




TABLE 54
OU12 Field Sampling Plan
Analytical Parameters and Contract-Required Quantitation Limits (CRQL)
for Surface-Water and Sediment Samples

BNAs
Page 1 of 2
BNA by EPA-CLP SOW (OLMOL.8) (ug/l) (ug/kg)
Phenol 10 330
2-Chloroethylether, bis- ‘ 10 330
2-Chlorophenol ' 10 330
1,3-Dichlorobenzene _ 10 330
1,4-Dichlorobenzene 10 330
1,2-Dichlorobenzene 10 330
2-Mehthylphenol 10 330
1-Chloropropane, 2,2’-oxybis- 10 330
4-Methylphenol A _ 10 330
Nitrosodi-n-propylamine, N- 10 330
Hexachloroethane 10 330
Nitrobenzene 10 330
Isophorone 10 330
2-Nitrophenol . 10 330
2,4-Dimethylphenol 10 330
2-Chloroethoxymethane, bis- 10 330
2,4-Dichlorophenol 10 330
1,2,4-Trichlorobenzene 10 330
Naphthalene 10 330
4-Chloroaniline 10 330
Hexachlorobutadiene _ 10 330
4-Chloro-3-methylphenol » - 10 330
2-Methylnaphthalene - 10 330
Hexachlorocyclopentadiene ' 10 - 330
2,4,6-Trichlorophenol ’ 10 330
2,4,5-Trichlorophenol 25 800
2-Chloronaphthalene : 10 330
2-Nitroaniline 25 800
Dimethylphthalate 10 330
Acenaphthylene 10 330
2,6-Dinitrotoluene 10 330
3-Nitroaniline 25 800
Acenaphthene 10 330
2,4-Dinitrophenol : 25 800
4-Nitrophenol 25 800
Dibenzofuran 10 ' 330
2,4-Dinitrotoluene 10 330
220f29
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TABLE 5-4
OU12 Field Sampling Plan
Analytical Parameters and Contract-Required Quantitation Limits (CRQL)
for Surface-Water and Sediment Samples
BNAs

' | Page 2 of 2

Diethylphthalate . 10 330
.| 4-Chlorophenylphenylether 10 330
Fluorene : ' 10 330
4-Nitroaniline 25 800
4,6-Dinitro-2-methylphenol 25 800
Nitroso-diphenylamine, N- 10 330
4-Bromophenylphenylether : 10 330
Hexachlorobenzene ‘ 10 330
Pentachlorophenol - 25 800
Phenanthrene 10 330
Anthracene ' 10 330
Carbazole 10 330
Di-n-butylphthalate 10 330
Fluoranthene ‘ 10 330
Pyrene 10 330
Butylbenzylphthalate 10 330
‘ 3,3’-Dichlorobenzidine 10 330
Benzo(a)anthracene 10 330
Chrysene 10 330
2-Ethylhexylphthalate, bis- 10 330
Di-n-octylphthalate 10 330
Benzo(b)fluoranthene 10 330
Benzo(k)fluoranthene 10 330
Benzo(a)pyrene 10 330
Indeno(1,2,3-cd)pyrene 10 330
Dibenz(a,h)anthracene - 10 330
Benzo(g,h,i)perylene 10 330
Notes:
BNA = base/neutral acid
CLP = Contract Laboratory Program
EPA = U.S. Environmental Protection Agency
SOW = Statement of Work
pg/l = micrograms per liter
pg/kg = micrograms per kilogram
23 of 29
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TABLE 5-5
OU12 Field Sampling Plan
Analytical Parameters and Contract-Required Quantitation Limits (CRQL)
for Surface-Water and Sediment Samples

Pesticides/PCB by EPA-CLP SOW (2/88)

BHC, alpha-

BHC, beta-

BHC, delta-

BHC, gamma- (Lindane)
Heptachlor

Aldrin

Heptachlor epoxide
Endosulfan 1
Dieldrin

4,4'-DDE

Endrin

Endosulfan II
4,4’-DDD
Endosulfan sulfate
4,4’-DDT
Methoxychlor
Endrin ketone
Endrin aldehyde
Chlordane, alpha-
Chlordane, gamma-
Toxaphene
Aroclor-1016
Aroclor-1221 -
Aroclor-1232
Aroclor-1242
Aroclor-1248
Aroclor-1254

Pesticides/PCB
(ug/D (ug/kg)
0.050 1.7
0.050 1.7
0.050 1.7
0.050 1.7
' 0.050 1.7
0.050 1.7
0.050 1.7
0.050 1.7
0.10 3.3
0.10 33
0.10 3.3
0.10 3.3
0.10 3.3
0.10 3.3
0.10 3.3
0.50 17.0
0.10 3.3
0.10 3.3
0.050 1.7
0.050 1.7
5.0 170.0
1.0 33.0
2.0 67.0
1.0 33.0
1.0 33.0
1.0 33.0
1.0 33.0
1.0 33.0

Aroclor-1260

Notes:
CLP = Contract Laboratory Program
DDD = dichlorodiphenyldichloroethane
DDE = dichlorodiphenyldichloroethene
DDT = dichlorodiphenyltrichloroethane

(wpS1) flats\oul2\techmem\thlS-5 Decomber 28, 1994

EPA = U.S. Environmental Protection Agency
SOW = Statement of Work

pg/l = micrograms per liter
pg/kg = micrograms per kilogram
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TABLE 5-6
OU12 Field Sampling Plan

Analytical Parameters and Required Detection Limits (RDL)
for Surface-Water and Sediment Samples

Radionuclides

Radionuclides (RDL)

Gross Alpha

Gross Beta

Uranium 233/234, 235 (a), and 238 (each isotope)
Americium 241

Plutonium 239/240

Tritium

Cesium 137

Strontium 89/90

(pCi/l)
2 4
4 10
0.6 0.3
0.01 0.02
0.01 0.03
400 400 (pCi/ml)
1 05
1 1

Table 5-7
QOU12 Field Sampling Plan

Analytical Parameters and Method Detection Limits (MDL)
for Surface-Water and Sediment Samples

Anions

Anions by Method E300.0

Nitrate as N
Nitrite as N
Sulfate
Chloride
Fluoride

pH at 25°C
Specific Conductance at 25°C :
Total Organic Carbon by Method E415.1

Dissolved Oxygen(b)
Temperature(b)
Alkalinity(b)

(mg/1) (mg/kg)
5 2.5
5 2.5
5 2.5
5 2.5
0.1 2.5
0.1 pH unit | 0.1 pH unit
10pumhos/c NA
m 0.5 mg/kg
0.1 pg/l
NA
NA "NA
NA NA
NA

Notes: (for Tables 5-6 and 5-7)

(a) = Human Health risk-based preliminary pCi/lg =
remediation goals are lower than °C =
detection limit or quantitation limits. ug’kg =

(b) = field measurements pefl =

mg/kg = milligrams per kilogram gmhos/cm =

NA = not applicable

: 25 of 29
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micrograms per liter
microhos per centimeter
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Notes:

TABLE 5-8

OU12 Field Sampling Plan
Analytical Parameters and Method Detection Limits (MDL)
for Surface-Water Samples

Chlorinated Herbicides

Chlorinated Herbicides by EPA Method 615

Dalapon

Dicamba

Dichlorophenoxyacetic Acid (2,4-D)
Dichlorophenoxybutanoic Acid (2,4-DB)
Dichlorophenoxypropionic Acid

Dinoseb

MCPA

MCPP

Trichlorophenoxyacetic Acid (2,4,5-T)
Trichlorophenoxypropionic Acid (2,4,5-TP)

(ug/)

5.80
0.27
1.20
0.91
0.65
0.07
249
192
0.20
0.17

EPA = U.S. Environmental Protection Agency
MDL = method detection limit
ug/l = micrograms per liter

Notes: The actual sample detection and quantitation limits are highly matrix dependent and may be elevated
as a result. The limits listed here are the minimum achievable under ideal conditions. Actual limits

may be higher.
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are identical to those specified in the GRRASP (EG&G 1994g) and the EPA-CLP SOW for
organic analysis (OLMO1-8). Quantitation limits are highly dependent on sample matrix.
The quantitation limits listed in Tables 5-2 through 5-8 are provided as guidance and may
not always be achievable. Sample detectioh limits will be based on a dry-weight basis for
sediment and will be higher than those listed in Tables 5-2 through 5-8.

The required detection limits (RDL) as established in the GRRASP (EG&G 1994g) are

presented in Table 5-6 for the radionuclide parameters. In addition, all non-CLP methods

listed reference the method detection limits (MDL) found in the GRRASP (EG&G 1994g).

Method detection or quantitation limits that do not meet preliminary remediation goals
" (PRGs) are noted in Tables 5-2 through 5-8.

The holding time for hexavalent chromium analysis of water samples is 24 hours. Because
there are requirements for screening samples for radioactivity before they are shipped offsite,
it is not feasible to meet the hexavalent chromium analysis holding time for water samples.
Onsite laboratory capabilities for hexavalent chromium are not currently available. Water

samples will not be analyzed for hexavalent chromium.
~ 5.3.3 Sample Containers and Preservation

Sample volume requirements, preservation techniques, holding times, and container material
requirements are specific to the analysis and to the surface-water and sediment media. Table
5-9 lists the types of analyses for the surface-water and sediment samples, associated
container size, preservatives, and holding times. Additional guidance for appropriate use of
containers and preservative is provided in SOP FO.13, Containerizing, Preserving,
Handling; and Shipping of Soil and Water Samples (EG&G 1994f), which will be followed
during this sampling program.
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TABLE 5-9
OU12 Field Sampling Plan
Sample Containers, Preservation, and Holding Times
for Sediment and Surface Water

Specific Conductance

‘glass jar

SURFACE WATER SAMPLES

SEDIMENT SAMPLES
Parameter Container Preservative Holding Time
TAL and Non-TAL 1 x 250 mL. wide-mouth | Cool, 4°C 180 days’
Metals glass jar
TCL Volatiles 2 x 125 mL wide-mouth | Cool, 4°C 7 days
Teflon-lined jar
Pesticides/PCBs 1 x 9 oz. wide-mouth Cool, 4°C 7 days until extraction,
Teflon-lined glass vials 40 days after extraction
Herbicides 'l x 9 oz. wide-mouth Cool, 4°C 7 days until extraction,
Teflon-lined glass vials 40 days after extraction
Radionuclides 1 x 1 L wide-mouth None 180 days
glass jar
TOC, Anions, pH, and | 1 x 250 mL wide-mouth | Cool, 4°C 28 days

bottle

Cooal, 4°C

Parameter Container Preservative Holding Time
TAL Metals 1 x 1 L polyethylene Nitric acid pH <2; 180 days'
bottle Cool, 4°C
TCL Volatiles 2 x 40 mL VOA vials Cool, 4°C 7 days
with Teflon-lined septum
lids
Pesticides/PCBs 1 x 4 L amber glass Cool, 4°C 7 days until extraction,
bottle 40 days after extraction
Herbicides 1 x 4 L amber glass Cool, 4°C 7 days until extraction,
bottle 40 days after extraction
Radionuclides 12 L polyethylene Nitric acid pH <2 180 days
bottle(s)
TOC 1 x 250 mL polyethylene | Sulfuric acid pH <2; 28 days
bottle Cooal, 4°C
Anions 1 x 1 L polyethylene Cooal, 4°C 28 days
bottle
Nitrate/Nitrite 1 x 250 mL polyethylene | Sulfuric acid pH <2; 28 days

pH, Temperature, and
Specific Conductance

In situ, beaker or bucket

None

Analyze immediately

Notes:

' Holding time for mercury is 28 days.

L = liter
mlL = millilite
oz = ounce

" PCB = polychlorinated biphenyl

TAL = target analyte list

TCL = target compound list
TOC = total organic carbon

*C = degrees Celsius

28 of 29
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5.3.4 Sample Handling and Documentation

Sample handling and documentation procedures are necessary to ensure the defensibility of
data and to verify the quality and quantity of work performed in the field. Accountability
documents include logbooks, data-collection forms, sample labels or tags, chain-of-custody
records, field data documentation, and analytical records or reports. Information pertaining
to documentation of samples, packaging, and shipping is provided in SOP FO.13 (EG&G |
1994f), which will be followed during this sampling program.

5.3.5 Data Validation

Data validation will be conducted on surface-water and sediment sample data, in accordance
with the Site-Wide Quality Assurance Project Plan (EG&G 1991b). Data validation acti\}ities
will consist of reviewing and verifying laboratory data and evaluating the verified data for
data quality. |
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6.0 FIELD SAMPLING PLAN SCHEDULE

The proposed FSP schedule is shown in Fiéure 6-1. The schedule incorporates subcontractor
coordination, field sampling activities, laboratory analyses, data evaluation and data
validation. The schedule is based on the following assumptions:

e DOE, EG&G, EPA, and CDPHE concur and approve of the Final Technical
Memorandum FSP (this document) by January 6, 1995.

¢ Funding for the project is available from DOE.
e All subcontracting, procurement, and funding is obtained by the end of January, 1995.
o There are no conflicts with other surface-water and sediment collection programs.

o There are no unforeseen security constraints or audits that would affect the sampling

program.

o Sediment sampling will begin on 01 February 1995 before clean-out/maintenance

activities.
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e Weather conditions are favorable to collect representative sediment samples.

¢ Laboratory subcontractor provides 65-day turnaround reporting results of analyses for all
chemical parameters.

e Data are usable for initial Phase I interpretation and environmental evaluation before data
validation. '

® No resampling because of laboratory QC problems.
e Data validation and incorporation of data into RFEDS requires 160 days.

. e Validated data, needed for full environmental evaluation data, will be available 30 days
after incorporation into RFEDS as fully validated data.
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7.0 DATA MANAGEMENT AND REPORTING

Sample-location numbers are assigned in blocks by request to the EG&G Sample
Management Office. After sampling begins, field data will be input to RFEDS using
DATACAP remote entry module supplied by EG&G. Data will be entered on a daily basis,
and a 3.5-inch computer diskette will be delivered to EG&G on a weekly basis. Data from
the system will be available to the contractor immediately after the weekly update. A hard
copy report will be generated from the module for contractor use. The data will undergo
a prescribed QC based on SOP FO.14, Field Data Management (EG&G 1994f).

The contractor will maintain a database for field data that are collected during screening
tasks. The contractor will provide 3.5-inch diskettes and hard copies to EG&G for their use.

A sample-tracking spreadsheet will be maintained by the contractor for use in tracking
sample collection and shipment. The sample-tracking spreadsheet will be updated weekly
and will be available to EG&G in hardcopy or on a 3.5-inch computer diskette. These data
will also be delivered to EG&G on 3.5-inch computer diskettes. Computer hardware and
software requirements for contractors using government-supplied equipment will be supplied
by EG&G. Computer and data sécurity measures will also follow acceptable procedures
outlined by EG&G in SOP FO.14. Data management will follow RFEDS procedures in
effect at the time this fieldwork is implemented.
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Results of laboratory analyses will be loaded into RFEDS based on a separate contract
between the analyﬁéal laboratories and EG&G. Data will be extracted from RFEDS to
analyze and interpret the data for reporting. | Sample data from the existing or proposed
programs identified in Section 3.0 that meet the DQOs established for this Technical
Memorandum will also be extracted from RFEDS and will be managed and reported in the
sarnhe manner as the data collected as part of this Field Sampling Plan.

Forms provided in the various SOPs épplicable to this project will also be used as
appropriate to document and manage the data obtained.
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8.0 FIELD QUALITY CONTROL PROCEDURES

Sample duplicates, field preservation blanks, and equipment rinsate blanks will be prepared.
The analytical results obtained for the surface-water and sediment samples will be used by
the contractor to assess the quality of the field sampling. The types of field QC samples that
will be collected and their application are discussed below. The frequency of QC samples
collection and analysis is summarized in Table 8-1.

Duplicate samples will be colleéted by the sampling team for use as a relative measure of
the precision of the sample collection process. Duplicate samples will be collected from the
same location as the primary sample. Duplicate samples will be collected using the same
procedures and equipment and in the same types of containers as required for the primary
samples. The duplicate samples will be preserved in the same manner and submitted for the

same analyses required for the primary samples.

Field blanks will consist of de-ionized or distilled water and will be prepared by the sampling
team to provide an indication of contamination introduced during sample preparation.

Equipment or rinsate blanks will be collected from the final decontamination rinse waters to

evaluate the adequacy of the determination procedures for sample collection equipment
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TABLE 8-1

OU12 Field Sampling Plan
Field Quality Control Sample Frequency

Sample Frequency
Sample Type Type of Analysis Solids Liquids
Duplicates Organics 1/10 1/10
Inorganics 1/10 1/10
Radionuclides 1/10 1710
Field Blanks Organics 1720
Inorganics' 1720
Radionuclides 1720
Equipment Blanks Organics 1/Day or 1/20 1/Day or 1/20
Inorganics 1/Day or 1/20 1/Day or 1/20
Radionuclides 1/Day or 1/20 1/Day or 1/20

Trip Blanks

Volatile Organics

1 per shipping
container

1/10 = one Quality Control sample for every 10 samples collected

For equipment blanks, samples will be collected once each day or once for every 20 samples,

whichever is more frequent.
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performed by the sampling team.  Equipment blanks will be collected by rinsing
decontaminated equipment with distilled water before sample collection. The blank sample
will be collected and placed in the appropriate sample c_ontéiners.

Trip blanks are used to assess the potential for cross contamination of VOCs within sample
containers used during storage, sample collection, and transport activities. Trip blanks
consist of American Society for Testing and Materials (ASTM) Type II reagent-grade water
and are prepared by the analytical laboratory. Trip blanks will be shipped to the sampling
site with the empty sample containers and transported back to the laboratory with the
samples. 'Trip blanks will remain unopened throughout the sémpling event. Trip blanks will
be prepared and analyzed for VOCs by the laboratory along with the other samples.

Comprehensive procedures for field QC and data usability are provided in Rocky Flats Plant
Site-Wide Quality Assurance Project Plan (EG&G 1991b) including control of measuring and
test equipment, sample handling, storage and shipping, and reporting requirements.
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APPENDIX A

SUMMARY STATISTICS FOR SEDIMENT DATA -
DETECTS ONLY
FROM
'ROCKY FLATS ENVIRONMENTAL
DATABASE SYSTEM (RFEDS)
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992
LOCATION: SEDO00S
# Max. Min. Avg. Sample B85% 99/99
Chemical Name Units  Samples  Value Value Value Standard Value UTL (1)
Deviation
CHEMICAL GROUP: METALS .
IALUMINUM ma/kg S 9,130.00 | 1,700.00 | 5,022.00 | 3,621.59 | 8,788.45 | 21,387.27
ARSENIC mg/kg 5 4.10 1.10 2.26 1.39 3.70 10.13
BARIUM mg/kg 5 143.00 24.90 75.72 - | S52.60 130.42 253.82
BERYLLIUM : mg/kg 4 0.90 0.20 0.45 0.32 0.77 11.65
CADMIUM mg/kg 1 1.30 1.30 1.30 2.55
CALCIUM | mokg S 14,600.00 | 1,880.00 | 6,476.00 | 5,633.09 | 12,334.41 | 18,446.12
CHROMIUM mg/kg 4 10.20 2.20 6.35 4.40 10.92 3188 |
COBALT ma/kg 5 8.20 2.40 5.20 2.36 7.66 . 16.43
|COPPER mg/kg S 14,80 £.20 10.18 3.97 1431 36.78
IRON’ PR . -mg/kg S .| 14,500.00 | 6,130.00 | 9,500:00 | 3,759.67 | 13,410.06 | 28,612.98
LEAD ma/kg 5 21.50 4.70 11.20 6.99 18.47 138.09
. |LITHIUM ' ma/kg 5 5.70 1.80 3.54 1.94 5.56 41.01
MAGNESIUM - - ' mg/kg 5 2,660.00 | 721.00 .| 1,451.80 | .940.55 | 2,429.97 | 5,358.56
MANGANESE - g | =mafkg S .1,700.00 | :241.00 | "BB2.00 | -558/49 | 1,462.83 | .807.35
MOLYBDENUM | makg 2 4.60 3.60 4.10 0.71 4.84 31.75
NICKEL mg/kg S 14.80 3.20 8.70 4.71 13.60 24.16
“IPOTASSIUM : T ~mg/kg ] 1,510.00 | -402.00 838.80 | .560.33 | 1,421.55 | 3,159.74
|SELENIUM o 'mg/kg 1 0.35 {035 .0:35 , 2.18
SILICON mg/kg 5 689.00 241.00 380.40 189.32 577.29 1.741.79
SODIUM mg/kg 5 298.00 60.30 132.02 101.28 237.35 593.09
1STRONTIUM Do -mg/kg 5 49.90 5:50 .24:40 1942 | 4460 291.42
TIN - ~mg/kg 2 '8:30 4.50 ‘640 | 269 -9.19 40.57
VANADIUM mg/kg 5 27.60 6.70 . 14.70 9.29- 24,36 63.39
IZINC mg/kg 5 158.00 32.10 95.44 54.62 152.24 139.04
CHEMICAL GROUP: ORGANICS
2-METHYLNAPHTHALENE Hakg 1 58.00 58.00 58.00
ACENAPHTHENE pokg 1 320.00 320.00 320.00
ACETONE pg/kg 2 140.00 16.00 78.00 87.68 169.19
ANTHRACENE Ko/kg 3 370.00 79.00 176.00 168.01 350.73
BENZO(a)ANTHRACENE pg’kg 4 580.00 55.00 241.25 237.74 488.47
BENZO(a)PYRENE Hg/kg 3 440.00 | 15000 | 24667 | 167.43 | 420.80
BENZO(b)FLUORANTHENE ug’kg 3 390.00 160.00 236.67 132.79 374.77
BENZO(ghi)PERYLENE a/kg 1 460.00 | 460.00 | 460.00
BENZO(k)FLUORANTHENE Hg/kg 3 250.00 120.00 163.33 75.06 241.39
BIS(2-ETHYLHEXYL)PHTHALATE| ug/kg 4 650.00 100.00 425.00 27234 708.23
CHRYSENE pa/kg -4 610.00 70.00 250.00 243.72 503.47
Ol-n-BUTYL PHTHALATE po/kg 2 62.00 $1.00 56.50 7.78 64.59
DIBENZO(a,h)ANTHRACENE pa/kg 1 280.00 280.00 290.00

(1) From Background Geochemical Characterization Report (EG&G
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as resulls units reported here
except for tritium UTL units, which were reported as pCi/g.
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Summary Statistics for Sediment Data (Detects Only)

(1) From Background Geochemical Characterization Report (EGAG
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here
except for tritium UTL units, which were reported as pCi/g.

FINAL Page: A- 2

1991 - 1992
LOCATION: SEDO00S
. # Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples  Value Value Value Standard Value UTL (1)
i Deviation
DIBENZOFURAN Hg/kg 1 120.00 120.00 120.00
FLUORANTHENE po/kg 4 1,600.00 [ 130.00 $52.50 700.26 | 1,280.77
FLUORENE va’kg 1 250.00 250.00 250.00
INDENO(1,2,3-cd)PYRENE po/kg 1 410.00 410.00 410.00
METHYLENE CHLORIDE pg/kg 3 39.00 17.00 26.33 11.37 38.16
NAPHTHALENE Ha/kg "1 120.00 120.00 120.00
PHENANTHRENE Ka’kg 4 1,700.00 {- 72.00 603.00 740.62 | 1,373.24
PYRENE pg/kg 4 1,300.00 | 110.00 592.50 | .502.88 | 1,115.50
SUB BENZENEDICARBOXYLIC A| ug/kg 1 $00.00 500.00 500.00
SUB.HEXANEDIOIC ACID ra/kg 1 200.00 200.00 200.00
‘CHEMICAL GROUP: - RADIONUCLIDES
IAMERICIUM-241 pCig 4 0.39 0.02 0.20 0.16 0.37 1.77
CESIUM-134 pClg 1 0.09 0.09 0.09
CESIUM-137 pCig 5 0.10 0.00 0.05 0.04 0.08 1.54
[GROSS ALPHA pCig S 67.00 3.61 19.55 26.79 47.41 87.54
GROSS BETA pCig 5 38.00 7.18 22.01 13.99 36.56 66.83
PLUTONIUM-239/240 pCig 4 1.30 0.19 0.73 0.52 1.27 5.62
RADIUM-226 pClg 5 0.0 0.54 065 - 0.15 0.80 222
RADIUM-228 : pCi/g 5 1.96 0.82 1.38 0.53 1.93 4.55
STRONTIUM-89;90 pCilg S 0.47 0.01 0.15 0.20 0.36 1.07
TRITIUM pCUL 4 1,000.00 -33.30 350.63 450.48 819.13 1,030.59
URANIUM-233,-234 pCilg S 1.50 0.16 0.96 0.52 1.50 5.29
URANIUM-235 pCig S 0.09 0.00 0.05 0.04 0.09 0.21
URANIUM-238 pClg S 1.52 0.13 1.01 0.59 1.62 4.82
CHEMICAL GROUP: WATER QUALITY PARAMETERS
% SOLIDS % 5 86.60 63.30 73.52 8.55 82.41
ALKALINITY AS CACO3 mg/kg 2 6,200.00 | 5,400.00 | 5.800.00 | S65.69 | 6,388.31 | 19,839.86
NITRATE/NITRITE mg/kg 2 27.70 4.20 15.95 16.62 33.23 57.18
pH pH 5 8.20 7.30 7.62 0.36 7.99 9.34
;;.
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Summary Statistics for Sediment Data (Detects Only)

Lt

1991 - 1992
LOCATION: SEDO11
# Max. Min. Avg.’ Sample 85% 99/99
Chemical Name Units  Samples  Value Value Value Standard Value UTL (1)
Deviation
CHEMICAL GROUP: METALS ) .
IALUMINUM mg/kg 8 14,900.00 | 1,930.00 | 8,230.00 | 3,942.55 | 12,330.25 | 21,387.27
IANTIMONY mg/kg 1 4.30 4.30 4.30 17.68
JARSENIC mg/kg 8 8.40 1.10 431 207 6.47 10.13
BARIUM mg/kg 8 141.00 42.90 102.63 34.10 138.09 253.82
BERYLLIUM mg/kg 7 1.00 0.31 0.51 0.23 0.75 11.65
CADMIUM mg/kg - 2 1.00 0.79 0.90 0.15 1.05 255
CALCIUM mg/kg 8 39,800.00 | 6,370.00 | 21,417.50 | 12,203.19 | 34,108.82 | 18,446.12
CESIUM mg/kg 1 1.80 1.80 1.80 442.39
CHROMIUM mg/kg 8 14.40 1.90 7.80 3.68 11.63 31.88
- {COBALT -.mg/kg 8 8.50 "2.10 523 "2:26 757 16.43
COPPER mg/kg 8 14.70 5.10 11.19 3.16 14,48 '36.78
IRON mg/kg 8 19,700.00 | 5,270.00 | 11,880.00| 4,557.51 | 16,619.82 | 28,612.98
LEAD mg/kg 8 26.70 6.00 16.48 5.83 22.64 138.09
- JLUITHIUM mg/kg 7 8.50 - 1.80 '5.86 229 - 8.24 41.01
MAGNESIUM . mg/kg 8 3,240.00 | 822.00 | 2,200.25 | 748.43 | 2,978.62 | '5,358.56
MANGANESE mg/kg '8 290.00 121.00 175.38 S1.41 228.84 907.35
MOLYBDENUM ... - mg/kg 3 4.50 4.10 423 0.23 4.47 31.75
:INICKEL. - - .mg/kg .6 14.00 3.40 9.87.. |. .3.71 . | 1372 ‘2416
POTASSIUM mg/kg 8 1,780.00 | 321.00 | 1,139.25 | 443.52 1,600.51 | 3,159.74
SELENIUM mg/kg 3 0.43 0.26 0.37 0.09 0.46 2.18
S ISILICON -+ -+ e ma/kg 7 589.00 79.20 289.46 |- 151.69 447.22 1,741.79
-ISILVER mg/kg 3 2:00 0.79 1.36 0.61 '2.00 3.1
SODIUM mg/kg 8 330.00 74.90 171.84 86.07 261.35 §93.09
STRONTIUM mg/kg 8 76.70 12.80 54.53 21.86 77.26 291.42
1TIN -mg/kg P -11.30 4.60 7.95 -4.74 12.88 -40.57 -
VANADIUM mg/kg 8 41.10 9.60 25.50 10.49 36.41 63.39
[ZINC mg/kg 8 507.00 29.00 243.76 163.19 413.48 139.04
CHEMICAL GROUP: ORGANICS
ACENAPHTHENE pa/kg 1 56.00 56.00 56.00
ACETONE pa/kg 3 35.00 6.00 21.67 14.64 36.89
Aldol Condensation Hg/kg 2 4,200.00 | 3,200.00 | 3,700.00 | 707.11 | 4,435.39
AROCLOR-1254 wg/kg 9 850.00 77.00 478.44 33349 825.27
BENZO(a)ANTHRACENE vg/kg 3 95.00 77.00 88.00 9.64 98.03
BENZO(a)PYRENE - Ho/kg 1 85.00 95.00 95.00
BENZO(b)FLUORANTHENE pg/kg 2 110.00 66.00 88.00 31.11 120.36
BENZO(K)FLUORANTHENE pg/kg 2 97.00 67.00 82.00 21.21 104.06
BIS(2-ETHYLHEXYL)PHTHALATE| po/kg 4 ~160.00 88.00 132,00 31.87 165.15
CHRYSENE Ha'kg 3 120.00 80.00 98.00 20.30 119.11
(1) From Background Geochemical Characterization Report (EG&G
1893d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here
except for tritium UTL units, which were reported as pCli/g.
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992

LOCATION: SEDO11

Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples  Value Value Value Standard Value UTL (1)

Deviation
DI-n-BUTYL PHTHALATE ug/kg 2 74.00 58.00 66.00 11.31 77.77
FLUORANTHENE Ha/kg 5 240.00 61.00 150.40 78.26 231.79
Hexadecanoic Acid Hg/kg 2 2,300.00 { 280.00 1,290.00 | 1,428.36 | 2,775.49
HEXADECENOIC ACID Ha/kg 1 700.00 700.00 700.00
INDENO(1.2,3-cd)PYRENE ug/kg 2 74.00 61.00 67.50 9.19 77.06
METHYLENE CHLORIDE po/kg 3 40.00 4.00 18.33 19.09 38.18
NAPHTHALENE Hgkg 1 59.00 59.00 59.00
PHENANTHRENE Hg/kg S 240.00 53.00 130.80 80.63 21466
PYRENE Hg/kg 5 240.00 81.00 151.20 67.97. 221.89
Stigmast-5-en-3-ol, (3.beta. Ho/kg 1 680.00 680.00 680.00
SUB.BENZENEDICARBOXYLIC A Hg/kg 2 600.00 500.00 550.00 70.71 623.54
SUB.HEXANEDIOIC ACID Hg’kg 1 10,000.00 | 10,000.00 | 10,000.00
TETRACHLOROETHENE Hg/kg 3 7.00 3.00 -4.67 2.08 6.83
Tetradecanoic acid, tetradec Ho/kg 1 610.00 610.00 610.00
CHEMICAL GROUP: RADIONUCLIDES
IAMERICIUM-241 pClg 8 .0.33 .0.02 019 0.11 0.30 1.7
CESIUM-134 pCig 2 0.12 0.12 -0.12 0.00 0.12
CESIUM-137 pCl/g 8 0.17 0.03 0.08 0.05 0.12 1.54
GROSS ALPHA pClg 8 160.00 4.23 42.54 §5.70 100.47 87.54
GROSS BETA pCig 8 64.00 512 28.75 16.34 45.75 66.83
PLUTONIUM-239/240 pClg 8 0.45 0.04 0.21 0.12 0.33 5.62
RADIUM-226 pClg 9 1.15 036 - 0.79 0.24 1.04 222
-[RADIUM-228 pCilg 9 2.80 0.00 1.43 0.76 2,22 4.55

STRONTIUM-89,90 — pClg 7 1.06 .0.05 :0.28 .0.36 0.65 1.07
TRITIUM pCUL 7 1,000.00 60.71 316.20 322.32 651.41 1,030.59
URANIUM-233,-234 pCi/g 9 2.40 0.41 1.07 0.59 1.68 529
URANIUM-235 pClg 9 0.08 +0.00 -0.04 0.03 .0.07 0.21
URANIUM-238 pCig 9 2.00 0.40 0.97 0.48 1.47 482
CHEMICAL GROUP: WATER QUALITY PARAMETERS
% SOLIDS % 6 85.10 61.00 68.97 10.18 79.55
ALKALINITY AS CACO3 mg/kg 6 6,200.00 | 1,300.00 | 4,100.00 '1,770.88 | 5,941.71 | 19,839.86
BICARBONATE AS CACO3 mg/kg 2 2,890.00 | 2,580.00 | 2,735.00 219.20 2,962.97 | 18,993.76
CARBONATE AS CACO3 mg/kg 2 143.00 119.00 131.00 16.97 148.65
NITRATE/NITRITE mg/kg 2 3.00 1.70 2.35 0.92 3.31 57.19
pH pH 8 8.60 7.00 7.88 0.48 8.38 9.34
(1) From Background Geochemical Characterization Report (EG&G
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here
except for tritium UTL units, which were reported as pCi/g.
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Summary Statistics for Sediment Data (Detects Only)
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1991 - 1992
LOCATION: SED028
: # Max. Min. Avg. Sample 85% 89/99
Chemical Name Units Samples  Value Value Value Standard Value UTL (1)
Deviation
CHEMICAL GROUP: METALS
ALUMINUM mg/kg 3 18,000.00 | 12,000.00 | 15,133.33 | 3,008.88 | 18,262.56 | 21,387.27
ARSENIC mg/kg 3 7.20 5.00 6.20 1.11 7.36 10.13
BARIUM mg/kg 3 214.00 162.00. 185.33 2641 212.80 253.82
BERYLLIUM mg/kg 3 1.10 0.79 0.96 0.16 1.12 11.65
CADMIUM ma/kg 1 0.86 0.86 0.86 255
CALCIUM mg/kg 3 27,100.00 | 16,000.00 | 19,900.00 | 6,242.60 | 26,392.30 | 18,446.12
"[CHROMIUM mg’kg -3 18.30 10.00 14.27 4.15 18.59 31.88
COBALT mg/kg 3 10.00 7.80 8.67 1.17 9.89 16.43
COPPER mg/kg 3 22.50 18.10 20.53 2.24 22.86 36.78
" [IRON.. . mg/kg 3 }'22,300.00 |'17,000.00 | 19,833.33 | '2,668.96 |'22,609.05.| 28,612.98
LEAD mg/kg 3 23.10 20.40 21.83 1.36 '23:25 13809
LITHIUM mg/kg 4 14.00 12.00 12.90 1.05 13.99 41.01
IMAGNESIUM .mg/kg 3 4,510.00 {.3,600.00 | 4,146.67 | 481.91 4,647.85 | .5,358.56 .
MANGANESE .mg/kg 3 268.00 .212.00 | 24000 | 28.00 269.12 | 907.35 -
NICKEL mg/kg 3 18.80 15.00 17.53 2.19 19.82 '24.16
POTASSIUM mg/kg - 3 2,240.00 | 1,700.00 | 2,013.33 | 280.24 | 2,304.78 | 3,159.74
<|SELENIUM mg/kg 2 0.63 0.41 0.52 0.16 0.68 2.18
“[sitIcCoN mg/kg 3 1,740.00 | 342,00 | 1,025:33 | i699:53" | '1,752.84 .| 1,741.78
SODIUM mg/kg 3 225.00 183.00 209.33 22.94 233.19 593.09
STRONTIUM mg/kg 4 97.30 72.10 80.35 11.45 92.26 291.42
. LTIN. L. ma/kg 1 13.90 13.20 13.90 40.57
. [VANADIUM ‘mg/kg 3 4250 :31.00 38.30 ‘6.35 44.90 63.38
IZINC mg/kg 3 94.00 81.00 86.97 6.57 93.79 139.04
CHEMICAL GROUP: ORGANICS
2-BUTANONE Ha/kg 1 16.00" 16.00 16.00
4-METHYLPHENGOL Ha/kg 2 110.00 110.00 110.00 0.00 110.00
ACETONE wa'kg 1 130.00 130.00 130.00
ALDRIN Hgkg 1 0.00 0.00 0.00
alpha-CHLORDANE Ha/kg 1 0.00 0.00 0.00
ROCLOR-1254 Ho/kg 2 46.00 40.00 43.00 4.24 47 .41
beta-BHC pg/kg 1 0.00 0.00 0.00
BIS(2-ETHYLHEXYL)PHTHALATE| pg/kg 4 130.00 87.00 108.50 24.83 134.32
delta-BHC yg/kg 1 0.00 0.00 0.00
DI-n-BUTYL PHTHALATE wg/kg 1 57.00 57.00 57.00
ENDOSULFAN | Ha/kg 1 0.00 0.00 0.00
gamma-CHLORDANE Ho/kg 1 0.00 0.00 0.00
HEPTACHLOR Ha/kg 1 0.00 0.00 0.00
HEPTACHLOR EPOXIDE Hg’kg 1 0.00 0.00 0.00
(1) From Background Geochemical Characterization Report (EG&G
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here
except for tritium UTL units, which were reported as pCi/g.
FINAL




Summary Statistics for Sediment Data (Detects Only) .

1991 - 1992

LOCATION: SEDO028

# Max. Min. Avg. Sample 85% 95/99

Chemical Name Units Samples  Value Value Value Standard Value UTL (1)
Deviation

METHYLENE CHLORIDE ug/kg 1 19.00 19.00 19.00
PYRENE po/kg 2 61.00 61.00 61.00 0.00 61.00
CHEMICAL GROUP: RADIONUCLIDES
IAMERICIUM-241 pClg 2 0.04 0.04 0.04 0.00 0.04 1.77
CESIUM-134 pClg 1 0.07 0.07 0.07 .
CESIUM-137 pClg 3 0.10 0.07 0.08 0.02 0.10 1.54
GROSS ALPHA pClg 3 9.48 243 5.99 3.53 9.66 87.54
GROSS.BETA pClig 3 26.46 6.17 13.84 11.02 25.29 66.83
PLUTONIUM-239/240 pClg 2 0.18 0.12 0.15 0.04 0.19 5.62
RADIUM-226 pCig 3 1.50 0.95 1.26 0.28 1.55 222
RADIUM-228 pClg 3 2.50 1.06 1.89 0.75 2.67 4.55
STRONTIUM-89,90 .pClg 2 0.12 -0.30 <0.09 0.30 0.22 1.07
TRITIUM pCiL 3 1,000.00 17.61 426.12 511.65 958.23 1,030.59
URANIUM-233,-234 pClg 3 112 0.25 0.65 0.44 1.1 5.29
URANIUM-235 pClg 3 0.05 0.01 0.03 0.02 0.05 0.21 .
URANIUM-238 pCig 3 1.09 0.25 0.64 0.42 1.08 4.82
CHEMICAL GROUP: WATER QUALITY PARAMETERS .
% SOLIDS % 3 67.50 50.00 57.47 9.03 66.86
JALKALINITY AS CACO3 mg/kg 3 20,000.00 | 5,900.00 | 11,666.67 | 7,392.11 | 19,354.46 | 19,839.86
NITRATE/NITRITE mg/kg 3 3.80 2.00 2.63 1.01 3.69 57.19
pH pH 3 8.00 7.10 7.57 0.45 8.04 9.34
(1) From Background Geochemical Characterization Report (EG4G ‘
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here

except for tritium UTL units, which were reporied as pCi/g.
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1991 - 1992
LOCATION: SED029
# Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples  Value Value Value Standard Value UTL (1)
Deviation

CHEMICAL GROUP: METALS )

ALUMINUM mg/kg 6 18,100.00 | 8,560.00 | 13,693.33| 3,576.85 | 17,413.26 | 21,387.27

ANTIMONY mg/kg 1 4.80 4.90 4.90 17.68

IARSENIC mg/kg 6 5.20 3.60 437 0.55 4.94 10.13

BARIUM mg/kg 6 167.00 142.00 155.67 8.89 164.91 253.82

BERYLLIUM mo/kg B 1.20 0.57 0.88 0.23 112 11.65
[CADMIUM mg/kg 1 1.30 1.30 1.30 255

CALCIUM mg/kg ] 18,900.00 | 6,400.00 | 14,850.00 | 4,780.27 | 19,821.48 | 18,446.12

CESIUM mg/kg 2 3.40 3.20 3.30 0.14 3.45 442.39

CHROMIUM mg/kg 6 17.50 8.50 14.58 3.49 18.21 31.88

COBALT mg/kg 6 -12.80 6.40 8.48 1224 10.82 “16.43

COPPER mg/kg 6 31.00 20.40 24.50 3.49 28.13 36.78

IRON mg/kg 6 22,200.001 14,000.00 [ 17,683.33 | 2,702.16 { 20,493.58 | 28,612.98

LEAD -mg/kg . 6 .39.80 27.60 :34.90 4.35 .39.42 138.09

CITHIUM -mg/kg 4 - 14:00 11.60 1263 -1.10 4377 41.01

MAGNESIUM mg/kg 6 3,870.00 | 2,810.00 | 3,538.33 | 391.17 | '3,945.15 | '5,358.56

MANGANESE mg/kg 6 264.00 177.00 214.50 30.47 | 246.19 907.35

MOLYBDENUM mg/kg 2 6.70 5.40 6.05 0.92 7.01 31.75
INICKEL ~“mg/kg 5 19.80 115.20 17:84 172 19.62 24.16

POTASSIUM mag/kg S 3,110.00 | 1,840.00 | 2,558.00 | 493.83 3,071.69 | 3,159.74

SELENIUM mg/kg 4 0.64 0.33 0.52 0.14 0.66 2.18
"ISILICON mg/kg -5 1,750.00 | .222.00 767.00 62953 | 1,421.71 1,741.79
HSILVER _ “mg/kg 1 1.70 170 . 1:70 : 31

SODIUM mg/kg 6 299.00 142.00 212.50 68.35 283.58 593.09

STRONTIUM mg/kg 6 74.50 52.60 65.00 7.83 73.15 291.42
TIN mg/kg 3 '18:80 10.40 14.50 4.20 18.87 40.57

VANADIUM mg/kg 6 43.40 24.60 37.17 6.61 44.04 63.39

ZINC mg/kg 6 120.00 87.50 98.98 12.36 111.83 139.04 |

CHEMICAL GROUP: ORGANICS

2-BUTANONE Ho'kg 1 10.00 10.00 10.00

4,4-D0T7 Hg/kg 1 5.50 5.50 5.50

4-METHYL-2-PENTANONE pg/kg 1 3.00 3.00 3.00

4-METHYLPHENOL pgrkg 2 720.00 93.00 406.50 443.36 867.59

ACETONE vakg 2 66.00 23.00 44.50 30.41 76.12

Aldo! Condensation pg/kg 2 20,000.00 ) 5,800.00 | 12,900.00 | 10,040.92 | 23,342.55

AROCLOR-1254 ua/kg 4 510.00 | 140.00 257.50 171.73 436.10

BENZO(a)ANTHRACENE Ho/kg 1 64.00 64.00 64.00

BENZO(a)PYRENE Ha’kg 1 110.00 110.00 110.00

BENZO(b)FLUORANTHENE ug/kg 1 120.00 120.00 120.00

(1) From Background Geochemical Characterization Report (EGAG

1993d). UTL units reporied in the Background Geochemical

Characterization Reporl are the same as resufts units reported here

except for tritium UTL units, which were reported as pCi/g.
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992
LOCATION: SEDO029
# Max. Min. Avg. Sample 85% 89/99
Chemical Name Units Samples  Vailue Value Value Standard Value UTL (1)
Deviation

BENZO(k)FLUORANTHENE pa/kg 1 110.00 110.00 110.00
BIS(2-ETHYLHEXYL)PHTHALATE| pg/kg S 310.00 67.00 191.40 89.47 284.45
Cholest-S-en-3-ol (3.beta.)- Hg/kg 1 ' 3,300.00 | 3,300.00 | 3,300.00
CHOLESTEROL pg/kg 1 2,000.00 | 2,000.00 { 2,000.00
CHRYSENE pg/kg 1 87.00 87.00 87.00
DI-n-BUTYL PHTHALATE pg/kg 2 68.00 46.00 57.00 15.56 73.18
ETHYLBENZENE Ho/kg 1 5.00 5.00 5.00
FLUORANTHENE H9/Kg 1 120.00 120.00 120.00
gamma-BHC (LINDANE) Ha/kg 1 4.40 4.40 4.40
Hexadecanoic Acid va/kg 2 2,700.00 | 1,600.00 | 2,15000 | 777.82 | 2,958.93
HYDROCARBON C6H14 Ba/kg 1 20.00 20.00 20.00
METHYLENE CHLORIDE Ha/kg 1 16.00 16.00 16.00 B
PHENANTHRENE va/kg 1 66.00 +66.00 66.00
PYRENE ug/kg 2 140.00 73.00 106.50 | 47.38 1585.77
Stigmast-S-en-3-¢l, (3.beta. vg/kg 2 2,900.00 | 2,100.00 | 2,500.00 | 565.69 | 3,088.31

' ISUB.BENZENEDICARBOXYLIC A ug’kg 1 400.00 400.00 400.00
Sulfur, mol. {(S8) Ho/kg 1 2,200.00 | 2,200.00 | 2,200.00
TOLUENE ug/kg 1 2.00 2.00 2.00
CHEMICAL GROUP: RADIONUCLIDES
AMERICIUM-241 pCig 5 0.13 .0.02 0.08 0.05 0.13 77
CESIUM-134 pClg 2 0.12 0.04 0.08 0.05 0.14
CESIUM-137 pCig 6 0.20 0.11 0.15 0.04 0.19 1.54
GROSS ALPHA pCig 6 21.60 10.02 16.76 47 21.65 87.54
GROSS BETA pClg 6 29.35 8.94 22.48 7.95 30.75 '66.83
PLUTONIUM-239/240 pCig 5 0.73 0.29 0.54 0.19 0.74 5.62
RADIUM-226 pCilg S 2.10 0.90 1.33 0.48 1.83 2.22
RADIUM-228 ‘pCig 5 3.00 1.28 211 0.61 2.75 455
STRONTIUM-89,90 pCig 5 3.24 0.04 1.12 1.40 2.57 1.07
TRITIUM pCuL S 651.00 0.00 182.61 268.63 461.98 1,030.59
URANIUM-233,-234 pCig 6 1.42 0.20 0.84 0.44 1.30 5.29
URANIUM-235 pCig 6 0.06 0.01 0.04 0.02 0.06 0.21
URANIUM-238 pCig 6 1.64 0.29 1.07 0.55 1.65 4.82
CHEMICAL GROUP: WATER QUALITY PARAMETERS
% SOLIDS % 4 87.00 44.40 56.40 20.47 77.69
IALKALINITY AS CACO3 mg/kg 4 10,000.00 | 2,200.00 | 5,350.00 | 3,466.51 | 8,955.17 | 19,839.86
BICARBONATE AS CACO3 mg/kg 2 2,650.00 | 1,720.00 | 2,185.00 | €57.61 2,868.91 [ 18,993.76 |
CARBONATE AS CACO3 mg/kg 1 30.60 30.60 30.60
NITRATE/NITRITE mg/kg 4 13.50 0.61 5.65 5.73 11.61 57.19
pH pH 6 7.80 7.20 7.46 0.22 '7.69 .9.34
(1) From Background Geochemical Characterization Report (EGAG
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as resulls units reported here
except for tritium UTL units, which were reported as pCi/g.
FINAL Page: A- 8




Summary Statistics for Sediment Data (Detects Only)

1991 -,1992
LOCATION: SEDO037
# Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples Value Value Value Standard Value UTL (1)
Deviation

CHEMICAL GROUP: METALS

IALUMINUM mg/kg 2 14,100.00 | 10,700.00 | 12,400.00 | 2,404.16°| 14,900.33 | 21,387.27

ARSENIC mg/kg 2 5.90 4.80 535 0.78 6.16 10.13

BARIUM mg/kg 2 240.00 167.00 203.50 51.62 257.18 253.82

BERYLLIUM mg/kg 2 0.97 0.81 0.89 0.1 1.01 11.65

CADMIUM mg/kg 1 0.79 0.79 0.79 255

CALCIUM mg/kg 2 15,500.00.| 8,680.00 | 12,090.00 | 4,822.47 | 17,105.37 | 18,446.12

CESIUM mg/kg 1 5.20 5.20 5.20 442 .39

CHROMIUM mg/kg 2 14.20 13.60 13.90 0.42 14.34 31.88

COBALT mg/kg .2 | 13.10 10.10 11.60 212 13.81 16.43

COPPER ‘mg/kg 2 " 38:30 .26.00 .32.15 .8.70 -41.20. .-36.78 -

IRON mg/kg 2 17,000.00 | 14,600.00 | 15,800.00 | 1,687.06 | 17,564.94 | 28,612.98

LEAD mg/’kg 2 32.20 27.50 29.85 3.32 33.31 138.09
JLITHIUM ma/kg 1 8.40 8.40 8:40 . 41.01

MAGNESIUM ~mg/kg 2 |.3;480:00 |.3,370.00 | 3;425.00 | '77.78 | 3,505.89 | .5,358.56

MANGANESE ma/kg 2 108.00 103.00 105.50 3.54 109.18 907.35

MOLYBDENUM mg/kg 1 480 . 480 4.80 31.75
LINICKEL mg/kg 2 33.00 ([ .26:90 .29.95 ~4.31 34.44 - ,24.16
‘lPoTASSIUM mg/kg 1 *1,610.00 /| :1610:00 |*1,610:00 3;,159.74 -

SILICON mg/kg 2 1,160.00 | 254.00 707.00 640.64 1,373.26 | 1,741.79

SODIUM mg/kg 2 389.00 130.00 264.50 190.21 462.32 §93.09

STRONTIUM »mg/kg 2. 81.10 7330 77.20 -1 552 8294 - 291.42

TIN ‘mg/kg - 1 10.20 " 10.20 10.20 ) 40.57

VANADIUM mg/kg 2 38.80 30.80 34.85 5.59 40.66 63.39

IZINC mg/kg 2 291.00 126.00 208.50 116.67 329.84 139.04 ]

CHEMICAL GROUP: ORGANICS

2-BUTANONE vg/kg 1 11.00 11.00 11.00

4-METHYLPHENOL Ha/kg 1 510.00 510.00 510.00

ACETONE' Hg/kg 1 54.00 54.00 54.00

Aldol Condensation va’kg 1 7,100.00 | 7,100.00 | 7,100.00

AROCLOR-1254 Ha/kg 2 86.00 51.00 68.50 24,75 94.24

BIS(2-ETHYLHEXYL)PHTHALATE| pg/kg 2 440.00 260.00 350.00 127.28 482.37

CHOLESTEROL pa/kg 1 800.00 800.00 800.00

FLUORANTHENE Hg/kg 1 120.00 120.00 120.00

HEXADECANOIC ACID pg/kg 2 7.700.00 | 900.00 | 4,300.00 | 4,808.33 | 9,300.66

METHYLENE CHLORIDE Hg/kg 1 8.00 8.00 8.00

Octadecanoic Acid Ha'kg 1 2,400.00 | 2,400.00 | 2,400.00

PYRENE Ha/kg 1 100.00 100.00 100.00

Stigmast-S-en-3-ol, (3.beta. va/kg 1 10,000.00 | 10,000.00 | 10,000.00

(1) From Background Geochemical Characterization Report (EG&G

1993d). UTL units reported in the Background Geochemical

Characterizalion Report are the same as results units reported here

except for tritium UTL units, which were reported as pCi/g.
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992
LOCATION: SEDO037
# Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples  Value Value Value Standard Value uTL (1)
Deviation

Tetradecanoic Acid vg/kg 1 4,200.00 | 4,200.00 | 4,200.00

OLUENE Ho/kg 1 8.00 8.00 8.00
CHEMICAL GROUP: RADIONUCLIDES

MERICIUM-241 pCug 2 0.03 0.02 0.02 0.01 0.03 1.77
CESIUM-134 pCig 1 0.04 0.04 0.04
CESIUM-137 pClg 2 0.15 0.07 0.11 0.06 0.17 1.54
GROSS ALPHA pCig 2 15.51 15.30 15.41 0.15 15.56 87.54
GROSS BETA pClg 2 2752 21.20 2436 4.47 29.01 66.83
PLUTONIUM-239/240 pCig 2 0.35 0.03 0.19 0.23 0.43 5.62
RADIUM-226 pCilg 1 0.94 0.94 0.94 222
RADIUM-228 pCig 1 1.86 1.86 1.86 4.55
STRONTIUM-89,90 pCig 2 0.26 0.08 0.17 0.13 0.30 1.07
ITRITIUM pClUL 2 133.10 79.49 106.30 37.91 145.72 1,030.59
URANIUM-233,-234 pClg 2 1.09 0.32 0.70 0.54 1.27 5.29
URANIUM-235 pCig 2 0.06 0.02 0.04 0.03 0.06 0.1
URANIUM-238 pCig 2 1.20 0.31 0.76 0.63 1.41 482
CHEMICAL GROUP: WATER QUALITY PARAMETERS
% SOLIDS % 1 67.00 67.00 67.00
JALKALINITY AS CACO3 mg/kg 1 1,400.00 | 1,400.00 | 1,400.00 19,839.86
BICARBONATE AS CACO3 mg/kg 1 1,720.00 | 1,720.00 | 1,720.00 18,993.76
NITRATE/NITRITE mg/kg 1 1.14 1.14 1.14 57.19
pH pH 2 7.40 7.06 7.23 0.24 7.48 9.34
(1) From Background Geochemica! Characterization Report (EG&G
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reported here
except for tritium UTL units, which were reported as pClg.
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992
LOCATION: SED038
o # Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Samples  Value Value Value Standard  Value UTL (1)
Deviation
CHEMICAL GROUP: METALS
JALUMINUM mg/kg 1 16,600.00 | 16,600.00 | 16,600.00 | 21,387.27
IARSENIC mg/kg 1 4.40 4.40 4.40 10.13
BARIUM mg/kg 1 143.00 143.00 '143.00 253.82
BERYLLIUM mg/kg 1 0.86 0.86 0.86 11.65
CALCIUM mg/kg 1 11,000.00 | 11,000.00 | 11,000.00 18,446.12
CHROMIUM mg/kg 1 15.50 15.50 15.50 31.88
COBALT mg/kg 1 10.10 10.10 10.10 16.43
COPPER mg/kg 1 16.90 16.80 16.90 36.78
iRON mg/kg 1 20,400.00 | 20,400.00 | 20,400.00 28,612.98
LEAD -mg/kg 1 21.40 21.40 21.40 138.09
LITHIUM mg/kg 1 13.80 13.80 13.80 41.01
MAGNESIUM mg/kg 1 4,520.00 | 4,520.00 | 4.520.00 5,358.56
MANGANESE mg/kg 1 285.00 285.00 285.00 907.35
" [MOLYBDENUM ma/kg 1 5.20 '5.20 5.20 3175
NICKEL mg/kg 1 17.60 17.60 17.60 24.16
POTASSIUM mg/kg 1 2,330.00 | 2,330.00 | 2,330.00 3,159.74
. [SELENIUM mg/kg 1 0.41 0.41 0.41 2.18
[SILICON mg/kg 1 .242.00 | .242.00 .242.00 1,741.79
lsoDIUM mg/kg 1 128.00 128.00 128.00 593.09
STRONTIUM mg/kg 1 52.50 52.50 52.50 291.42
TIN ma/kg 1 13.10 13.10 13.10 40.57
VANADIUM mg/kg 1 .38.90 38.90 .38.90 63.39
IZINC mg/kg 1 77.10 77.10 77.10 139.04
CHEMICAL GROUP: ORGANICS
""2'BUTANONE Hokg 1 19.00 19.00 19.00
"JACETONE pgkg 1 71.00 71.00 71.00
IAROCLOR-1254 pg'kg 2 84.00 70.00 77.00 9.90 87.30
BIS(2-ETHYLHEXYL)PHTHALATE| pgkg 1 1,400.00 | 1,400.00 | 1,400.00
DI-n-BUTYL PHTHALATE Hg/kg 1 65.00 65.00 65.00
DI-n-OCTYL PHTHALATE Ho/kg 1 210.00 210.00 210.00
FLUORANTHENE Hg’kg 1 70.00 70.00 70.00
METHYLENE CHLORIDE vo/kg 1 14.00 14.00 14.00
PYRENE wa'kg 1 87.00 87.00 87.00
SUB.BENZENEDICARBOXYLIC At pg/kg 1 300.00 300.00 300.00
CHEMICAL GROUP: RADIONUCLIDES
AMERICIUM-241 pCig 1 0.02 0.02 0.02 1.77
CESIUM-134 pCig 1 0.11 0.11 0.11
(1) From Background Geochemical Characterization Report (EG&G
1993d). UTL units reported in the Background Geochemical
Characterization Report are the same as results units reporied here
excep! for tritium UTL units, which were reported as pClg.
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Summary Statistics for Sediment Data (Detects Only)

1991 - 1992
LOCATION: SEDO038
# Max. Min. Avg. Sample 85% 99/99
Chemical Name Units Sampies Value Value Value Standard Value UTL (1)
Deviation
CESIUM-137 pClg 1 0.08 0.08 0.08 1.54
GROSS ALPHA pCug 1 37.40 37.40 37.40 87.54
GROSS BETA pCig 1 33.80 33.80 33.80 66.83
PLUTONIUM-239/240 pClg 1 0.03 0.03 0.03 5.62
STRONTIUM-89,90 pCig 1 0.20 0.20 0.20 1.07
TRITIUM pCVL 1 140.38 140.38 140.38 1,030.59
URANIUM-233,-234 pCig 1 0.31 0.31 0.31 5.29
URANIUM-235 pCig 1 0.00 0.00 0.00 0.21
URANIUM-238 pCig 1 0.38 0.38 0.38 4.82
CHEMICAL GROUP: WATER QUALITY PARAMETERS
1% SOLIDS % 1 61.70 61.70 61.70 -
JALKALINIT